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1.  Item Name:  DECK HOUSE SUPERSTRUCTURE, DECKS;  REPAIR

2.  Scope of Work:
2.1  Location of Work:  Promenade Deck (Prom Deck), Starboard (STBD), Frame 140 to 154; Boat Deck, STBD, Bulkhead (BHD) 91 to Frame 106; Boat Deck, Centerline, BHD 149 to Frame 154. 

2.2  Identification: Existing superstructure weather decks

2.3  Intent: Repair weather deck plating by installation of welded reinforcing plates.
3.  Work Description:

3.1  Remove combustible interferences from underside of Prom Deck and Boat Deck work areas. 

3.2  Remove interferences to provide access to underside of Prom Deck and Boat Deck work areas for fire watch.

3.3  Cover all furniture, fixtures, fittings, deck coverings and other ship's material in work areas under Prom Deck and Boat Deck with non-combustible material to prevent damage from hot work.

3.4  Provide fire watch, whenever hot work is being performed.  
3.5  Clean entire area of new steel plate installation, including an expanded area consisting of all surfaces extending 6 inches beyond the new plates to Power Tool Standard SSPC, SP 3.
3.6  Coat new structural steel .
CHECK POINT – (Certification Documents)

3.6.1  Present original American Bureau of Shipping (ABS) documents certifying manufacture of the steel plate intended for installation in this work specification.

3.7  Fabricate, and install by welding, reinforcing plates of 15.3# ABS Grade ___ steel over existing weather deck plating in the following locations.  New reinforcing plates shall be cut out to accommodate deck drains and fittings and to provide 1 inch by 3 inch slots at 12 inch intervals for plug welding in way of under deck stiffeners.  All installation shall be accomplished by _ inch fillet weld, existing deck to reinforcing plate, for 100% of the reinforcing plate's perimeter.  Additional fastening shall be accomplished by installation of 1 inch by 3 inch plug welds, existing deck to reinforcing plate, at 12 inch intervals for the entire length of all under deck stiffeners.
3.7.1  Prom Deck, STBD: longitudinally from BHD 91, aft 30 feet to builder's transverse butt at FR 106;  athwartships from the weather BHD outboard 8 feet to the gunwale bar.  Area is shown in Reference 5.1.



Total size of this plate: 
30 FT X 8 FT; 
15.3#







240 SQ FT; 

3672#.

3.7.2  Prom Deck, Aft: longitudinally from BHD 149, aft 8 feet to gunwale bar;  athwartships from builder's longitudinal seam 6 feet port of centerline, 24 feet STBD 24 feet to the gunwale bar.  Area is shown in reference 5.1.



Total size of this plate:
8 FT X 24 FT;

15.3#







192 SQ FT;

2978#.

3.7.3  Boat Deck, STBD:  longitudinally from builder's transverse butt at FR 140, aft 12 feet to gunwale bar at FR 154;  athwartships from the weather BHD outboard 8 feet to the gunwale bar.  Area is shown in reference 5.2. 



Total size of this plate:
12 FT X 8 FT;

15.3#







96 SQ FT;

1469# 
CHECK POINT - (ABS Hose Test)
3.8  Upon completion of plate installation and before application of coatings, conduct 100 psi hose test to all exterior weldments for ABS Surveyor.

3.9  Restore interferences.

3.10 Repair and paint coatings.

4.  Performance Criteria/Deliverables

4.1  ABS Certification documents for new steel plate
4.2  ABS examination of hose test of newly-installed plate prior to repair of coatings.
5. References
5.1  DWG _________, Promenade Deck Plating

5.2  DWG _________, Boat Deck Plating
5.3  Specification 052-001.G), Fire Protection and Housekeeping.

6.  Notes:  None
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