
Item No: 


Base Line Spec: 642-001


Function: R

Date:


DSN:

Vessel:

Originator/Writer: 

1. Item Name: LIVING SPACES, FURNITURE; REPAIRS

2. Scope of Work:

2.1  Location of Work: ______________________

SPECIFICATION PREPARER: INSERT NAME OF SPACE THAT CONTAINS THE FURNITURE ITEM TO BE REPAIRED (I.E. MASTER’S STATEROOM, CREW STATEROOM NUMBER 14, OFFICER’S LOUNGE, CHIEF OFFICER’S OFFICE, SECOND ASSISTANT ENGINEER’S STATEROOM, ETC.) 

INFORMATION FOR PARAGRAPH 2.1 AND 2.2 CAN BE FOUND IN EITHER THE DECK, ENGINE OR STEWARD’S DEPARTMENT VOYAGE REPAIR LIST.

2.2  Identification:



Manufacturer: _______________________



Model: ____________________________


Color: _____________________________



Type of Covering: ____________________



Length: _____________________________



Width: _____________________________



Depth: _____________________________



Height: ____________________________



Number of Drawers: __________________

SPECIFICATION PREPARER: INSERT INFORMATION AND ANY OTHER AVAILABLE INFORMATION THAT MAY BE PERTINENT. INFORMATION CAN BE FOUND ON THE FURNITURE NAME PLATE OR FROM THE FURNITURE PURCHASE ORDER DOCUMENTS WHICH LOCATED IN THE VESSEL’S FILES AS FOUND IN THE SHIP’S OFFICE.

2.3  Intent: Make required repairs to (name of furniture item).

SPECIFICATION PREPARER: INSERT NAME OF FURNITURE ITEM TO BE DEALT WITH (I.E. WARDROBE, DESK, BUNK, COUCH, COFFEE TABLE, DESK CHAIR, COMPUTER WORK STATION, FOUR DRAWER FILE CABINET, ETC.)

3. Work Description:

3.1  The referenced (name of furniture item) has one broken leg / two bent and jammed file drawers / torn seat upholstery / broken door lock / inoperative built-in light fixture, etc.

SPECIFICATION PREPARER: EDIT AND CONSTRUCT THE ABOVE PARAGRAPH SO AS TO DESCRIBE AS ACCURATELY AS POSSIBLE THE EXISTING CONDITION IN NEED OF REPAIR. THIS INFORMATION CAN BE OBTAINED FROM THE VOYAGE REPAIR LIST AS REFERENCED IN PARA. 2.2.

3.2  Disconnect the (name of furniture item) from its securements and, if necessary, relocate to a more open area to conduct a thorough examination of the unit.

CHECK POINT - (Report of Conditions)

3.3  The contractor is to submit to the COTR a Report of Conditions. relative to the equipment unit’s condition. The report is to contain at a minimum the following information:

a - 
Description of condition

b - 
Required repairs to correct the condition

c - 
Required Manufacturer’s replacement parts ( or equal ) 

d - 
Availability of the replacement parts.

e - 
If the unit can be repaired onboard or must be removed from the vessel to a repair facility

f - 
The feasibility of repairing the unit versus renewal of same.
g - 
All replacement parts and materials used in repairs are to be in accordance with United States Coast Guard and OSHA safety requirements. 

3.4  Proceed with repairs as authorized by the COTR

SPECIFICATION PREPARER: AT THIS POINT, IT MUST BE DETERMINED WHETHER THE UNIT CAN BE REPAIRED ONBOARD, WHETHER THE UNIT MUST BE TAKEN ASHORE FOR REPAIRS, OR IF THE UNIT IS BEYOND ECONOMICAL REPAIR. IT WILL BE DIFFICULT TO STRUCTURE THE SPECIFICATION COMPLETELY UNTIL THE INFORMATION FROM CHECK POINT 3.2.1 IS AVAILABLE. IF UNIT IS TO BE TAKEN TO A REPAIR FACILITY ASHORE, STRUCTURE THE SPECIFICATION TO SUIT FROM THE FOLLOWING PHRASING:

3.5  Remove any securement brackets and disconnect the unit from its foundation.

3.6  Disconnect and move clear any and all interferences to permit movement of the unit from its location. Install overhead lifting pads that may be required for the placement of rigging equipment. Cut accesses in watertight bulkheads, decks or side shell plating that will facilitate movement of the unit from the vessel.

CHECK POINT - (Cutting of Access)

3.6.1  Prior to cutting of accesses, a sketch of same is to be prepared and presented for approval to the COTR, American Bureau of Shipping Surveyor and U.S. Coast Guard Inspector.

3.7  Furnish crane service for lifting of unit from the vessel and for landing of same onboard. 

3.8  Rig and move unit from its installed area and lift from the vessel. Transfer the unit to a repair facility.

3.9  Upon completion of repairs, return the unit to the vessel and land same onboard.
3.10  The unit is to be rigged and mounted in position. Any required braces or supports are to be installed.

3.11  Reinstall any interferences that were taken down or moved. Reinstall any accesses in shell, deck or watertight bulkheads that were made.

CHECK POINT - (Installation of Access Plates)

3.11.1  Installation of access plates along with welding and testing of same are to be in accordance with American Bureau of Shipping and U.S. Coast Guard Requirements.
4. Performance Criteria / Deliverables:

4.1  Equipment Examination - Report Required - paragraph 3.3.1

4.2  Cutting of Accesses - paragraph 3.5.1
4.3  Installation of Access Plates - paragraph 3.10.1
5. References:

5.1  American Bureau of Shipping “RULES FOR BUILDING AND CLASSING STEEL VESSELS” - Current Edition

5.2  U. S. Coast Guard Requirements (Code of Federal Regulations)

5.3  OSHA Requirements
6. Notes: None
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