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1.  Item Name: LIFEBOAT; RENEW FALLS
2.  Scope of Work: 


2.1  Location: Throughout the ship (see paragraph 3.1).


2.2  Identification: See paragraph 3.1.

2.3  Intent: Obtain the services of qualified technician(s) to replace the designated lifeboat falls. 

3.  Work Description: 

3.1  The falls to be renewed under this specification are associated with the following lifeboats:



3.1.1  Manufacturer
Serial No.
Mfg. Date

Persons
Location


[

]
[
]
[
 
]
[
]
[
]



[

]
[
]
[

]
[
]
[
]



3.1.2
The falls for each lifeboat have the following characteristics:



Lifeboat Serial No.
Diameter
Length
First End
Other End






Inches

Feet

Type Finish
Type Finish


[
]

[
]
[
]
[
]
[
]



[
]

[
]
[
]
[
]
[
]

3.2  Prior to commencement of work on lifeboat falls, lifeboats shall be secured with suitable prevents to the davits to eliminate the possibility of the boats being dropped.

CHECK POINT - (Securing of Lifeboats)
3.2.1  The COTR shall approve securing of lifeboat(s) prior to start of wire removal. Do not start removal until COTR has approved securing of lifeboat(s).

3.3  Remove and dispose of the designated lifeboat falls in their entirety.

3.4  Certification and installation of new falls.



3.4.1  Size of new falls:




Diameter
Strands

Additional requirements



7/8"

6 x 37

Monitor grade, silver strand, pre-formed,








grease impregnated, or equal.

5/8"

6 x 19

Improved plow steel, pre-formed, grease impregnated wire.

 CHECK POINT - (Certification and Wire Size)



3.4.2  Furnish certificate of approval on new fall wires to COTR.

3.4.3  Contractor to verify proper size and lengths of wire before purchase or installation.

3.4.4  Furnish and install new falls of same material, length, diameter, strands and threads, complete with new sockets, as original.

3.4.5  Exercise care in handling wire. Kinks, fishhooks or crushed areas will not be accepted.

CHECK POINT - (Installation)
 


3.4.5.1
COTR is to witness installation of each fall. 

3.5  The new fall wires are to be slushed with slushing compound as indicated in the vessel's Lube Oil Charts.

3.6  Upon completion of above work, the lifeboat falls and the lifeboats shall be subjected to a suspension test in accordance with Specification 583-006.R, Lifeboat Suspension Test.

4.  Performance Criteria/Deliverables:

4.1  Approval of securing of lifeboat prior to start of work.


4.2  Receipt of new wire certificates.


4.3  Witness installation of falls.

5.  References:

5.1  Ship's Lube Oil Charts.


5.2  Lifeboat Davit Technical Manual.

6.  Notes: None.
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