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1. Item Name: POWER BOILER AIR INTAKES; CLEAN

2. Scope of Work:
2.1  Location of Work: Fireroom.

2.2  Identification: Spec. Preparer to fill in as required.
2.3  Intent: Open, clean and inspect the power boiler air intakes from the FD fan inlets to the boiler air registers.

3. Work Description:
3.1  Provide labor, services, and material to accomplish the following: 

3.2  Thoroughly clean the interior surfaces of the power boiler air intakes from the FD fan suction screens to the boiler air registers including air heaters and boiler windboxes. 

*Contractor shall tag- out/lock- out controls/valves for electric motor/steam turbine driven forced draft fans.

3.2.1  Cleaning shall be accomplished by vacuum suction system augmented by air power tools (needle gun, etc.) and hand tools (scrapers, wire brushes, brooms, etc.) as required to thoroughly clean the boiler air intake passages of scale, dirt, dust, rust, and foreign matter. All debris resulting from the work required by this item shall be disposed of in accordance with all federal, state, and local environmental regulations.

3.2.2  Contractor shall make all disconnections and detachments necessary to accomplish the cleaning. If required, new access openings shall be cut into the duct work and boiler casings to facilitate cleaning. 

3.2.3  All dirt and debris resulting from this work shall be removed from the ship daily.

CHECK POINT - (Visual Inspection and Ultrasonic Gauges)

3.3  Visually inspect the entire interior the air intakes for cleanliness and condition. Contractor to furnish a written report of conditions found. 

3.4  The Contractor shall ultrasonically gauge random areas of the air ducting at all bends, low places, windbox pans, and obviously thin places for a total of 100 readings. Contractor shall submit a written report of gaugings with a sketch showing location of readings.

3.5  When directed by the COTR, reattach all exterior and interior covers, screens and access plates to restore the boiler air intakes, boiler casings, and duct work as original. Use new fasteners and gaskets through out. 

3.6  Paint all new and disturbed surfaces to match surrounding surfaces.

4. Performance Criteria/Deliverables:
4.1  Written report of conditions found.

4.2  Certified report and sketch of ultrasonic gaugings.

5. References: None

6. Notes:
6.1  Steam and water washing and use of de-greasers and other liquids will not be an acceptable method of cleaning the boiler air intake system.
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