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1. Item Name: SEA VALVES, BLANKED; USCG EXAMINATION 

2. Scope of Work:
2.1  Location of Work: Ships Hull

2.2  Identification: All sea valves below the Plimsoll line

2.3  Intent: Remove, open and inspect all sea valves and overboard discharge valves.

3. Work Description:

3.1  All sea valves, including the bilge injection valve, overboard discharge valves (except scupper and drain valves above the Plimsoll Mark), sea chest blow-out valves and boiler blowdown valves shall be blanked off, opened,, cleaned and inspected. Tag and match mark all valve parts for re-assembly.
3.2  Completely disassemble, clean and examine all valve parts for defects in the presence of the Port Engineer and USCG inspector. Submit a condition report to the Port Engineer and USCG inspector listing all parts requiring repair that are beyond the scope of this item and those parts that require replacement.
3.3  Machine, grind or lap and spot-in gate to seat or disc to seat to obtain a 360 degree continuous contact. Verify contact using the blueing method. For gate valves, transfer line shall not exceed 3/16 inch in width and shall appear within the lower 75 percent of the gate seating surface. For globe valves, transfer line shall not exceed 1/16 inch in width.

3.4  Valve stems shall be freed up, cleaned, repacked and lubricated with an all purpose grease. Clean and coat valve body interiors with a surface tolerant epoxy. Coat seating surfaces of disc or seat with grease prior to coating valve body to ensure that coating does not adhere to the seating surfaces.

3.5  Hammer test and examine all fasteners securing the various valves to the hull and adjoining piping, and associated parts such as pads, nipples, spuds, spool pieces, studs and flanges.

3.6  Upon inspection and acceptance of the above work, reassemble all valves. Replace with new all bonnet fasteners and gasket materials. With exception of boiler bottom blow valves which shall be fitted with heat treated fasteners, Monel fasteners shall be used on bronze valves and CRES fasteners shall be used on steel valves.
3.7  Close all sea valves prior to undocking. Cycle all sea valves that have been worked when vessel becomes waterborne but before becoming afloat and check valve stem packing, flanges, bonnets and valve bodies for leaks. Correct any deficiencies found. If it is necessary to bring the vessel up on dry-dock to correct any deficiencies, the cost of re-docking shall be borne by the Contractor.
3.8  All work shall be performed to the satisfaction of the Port Engineer and USCG inspector.
4. Performance Criteria / Deliverables: None
5. References: None
6. Notes: None
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