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1.  Item Name:  INTERFERENCES, REMOVE AND REINSTALL

2.  Scope of Work:
2.1  Location of Work: Throughout the Vessel

2.2  Selection of interferences for removal is normally the Contractor's option, based on his own plan for in-place or off-ship work, his intended work access routes and other industrial planning considerations unique to his work force and facility.  As such, the detailed identification of interferences is normally left to the Contractor.  This work item defines the manner in which the Contractor will conduct the process of interference handling. 

2.3  Intent: Remove and reinstall all interference in way of accomplishing specified work.

3.  Work Description:
3.1  Remove Interferences

3.1.1  Visually examine interferences prior to and during removal for previous damage and deterioration.

3.1.2  Promptly identify any interference material which has not been previously specified as containing asbestos or any other regulated material and which requires special handling which has not been addressed elsewhere in these specifications.

3.2  Protect interferences 

3.2.1  Install permanently marked metal or plastic tags on removed interferences to indicate MARAD, MARAD's agent, the  ship's name, hull number (if applicable), MARAD Contract number, CLIN and  ship's location  prior to removal from system or shipboard location.  

3.2.2  Capping ends, protecting threads, protecting from rust, oxidation and foreign object damage, mechanical or electrical damage, loss or theft and taking all other reasonable means to safeguard same, store removed interferences for the length of time they remain out of ship's or system position or service.

3.3  Restore Interferences

3.3.1  Re-install interferences which were neither reported as previously damaged or deteriorated nor rendered unsuitable for reinstallation during removal.

3.3.1.1
 Interferences and their surrounding areas shall be cleaned, repainted, touched-up, faired and otherwise restored in a neat and workmanlike manner which matches the surrounding area. 

3.3.2  Replace using new material any removed interferences which were consumed, expended, destroyed or otherwise rendered unsuitable for reinstallation during removal or storage.

3.3.2.1  New material shall be equal in composition, strength, design, type, and size as existed prior to removal of the interferences.

3.3.2.2  New material shall be equal to existing in color and composition.

3.2.3  Install new insulation and lagging in place of that removed as interference.

3.2.4  Install new reusable covers except when reinstallation of existing reusable covers is identified by the invoking Work Item.

3.2.5  Install new fasteners and gaskets when reinstalling interferences.

3.2.6  Restore compartment, equipment, and systems labeling.

3.2.7  Install new deck covering in place of that removed or damaged as interference.

3.3  Align and accomplish appropriate strength, tightness, system cleanliness, and operational tests and ensure that the reinstalled interferences perform their normal functions within the system.

4.  Performance Criteria / Deliverables:   None
5.  References:  None 

6.  Notes:  
6.1  An interference is any part of a ship, ship's component or ship system, whether installed or portable, that must be moved, removed, opened, disabled or otherwise disturbed in order to accomplish work specified in the Work Item.
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