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1.  Item Name:  DECK/BULKHEAD PROTECTION

2.  Scope of Work:
2.1  Location of Work:  All interior ladderways, passageways, Chief Engineer's Office, Engine Department Office, Deck Office, Master's Office, Officers' Messroom and Lounge, Crew's Messroom and Lounge.

2.2  Interior decks and bulkheads.

2.3  Intent: Contractor shall provide and maintain deck and bulkhead protection immediately upon ship's arrival and throughout the industrial period.  This clarifies and amplifies the requirements of  Reference 5.1, Master Lump Sum Repair Agreement, Article 13 (c) and Reference 5.2  Master Lump Sum Repair Agreement, Article 9 (e).

3.  Work Description:   

CHECK POINT -  Joint Arrival Inspection

3.1  Upon arrival, the Contractor's senior project manager and the MARAD COTR shall jointly inspect the shipboard areas described in paragraph 2.1 and determine the condition of surfaces which are required to be protected.  The intent of this inspection is establish the condition for returning work areas to the Government as required in paragraph 3.3.5.

3.2  Immediately upon arrival at the contractor's facility and prior to allowing other workers aboard, install over the following interior decks, horizontal surfaces and all main deck bulkheads to a height of 4 feet, covering, whose protective value shall not be less than that of (1/8") thick fire retardant plywood, secured at all edges with duct tape: all ladderways, passageways, Chief Engineer's Office, Engine Department Office, Deck Office, Master's Office, Officers' Messroom and Lounge, Crew's Messroom and Lounge, [Spec preparer list additional areas to be protected.].  Such protective coverings shall also be installed on all main deck bulkheads (4'0" above deck).  

3.3  Protective coverings shall to be maintained throughout the period the vessel is in the Contractor's facility.  The contractor shall periodically inspect all such coverings and shall repair or replace any damaged areas.  In the event that liquid spillage occurs, which may wet floor areas underneath the protective covering, all affected covering shall be removed, the decks thoroughly cleaned and dried and the protective covering replaced with new.  

3.4  Upon completion of all industrial activity, when directed by the COTR and before the vessel's departure from the Contractor's facility, the Contractor shall accomplish the following:

3.4.1  Remove and dispose of all protective deck and bulkhead coverings.

3.4.2  Repair and clean all damage and soiling of floor/tile coverings as well as bulkhead and overhead surfaces in the protected shipboard compartments.  References 5.1 and 5.2 apply.  

CHECK POINT - Joint Pre-departure Inspection

3.4.3  Contractor's senior project manager and the MARAD COTR shall inspect all areas protected by action of this specification and assure that the Contractor has properly restored them to undamaged condition.

3.4.4  Clean, wax and machine buff all tiled deck areas (as listed in paragraph 3.1 above).  

3.4.5  Install protective covering on main deck passageways and bulkheads (up to 4'0" above deck) with Contractor-furnished fire retardant and tear resistant heavy paper or fabric covering.  The covering shall be installed with continuous duct tape on all edges of fabric.  

4.  Performance Criteria/Deliverables:
4.1  Joint arrival inspection, paragraph 3.1.

4.2  Predeparture inspection, paragraph 3.4.3.

5. References:
5.1
Master Lump Sum Repair Agreement, Article 13 (c).

5.2
Master Lump Sum Repair Agreement, Article 9 (e).

6.  Notes:  None
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