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1. Item Name: ISOLATION, BLANKING AND TAGGING REQUIREMENTS

2. Scope of Work:
2.1  Location of Work: Throughout the ship.

2.2  Identification: Refer to individual work items.

2.3  Intent: Supplying labor and material necessary to isolate, blank or tag-out systems, equipment or components.

3. Work Description:
3.1  [OPTION 1] The Contractor shall submit a tag-out instruction, for use throughout the duration of the contract, for the approval of the COTR.


- OR -

[OPTION 2] The Contractor shall comply with government furnished tag-out procedures.

3.2  Notify the COTR in writing of equipment, systems, circuits, components, piping, and valves that require isolation to accomplish work on the individual Work Item. This written notification shall occur before any work is started on each individual Work Item so that tag-outs can be accomplished in accordance with approved tag-out procedures.

3.2.1  Contractor personnel will position the equipment and install tags when tag-out of equipment, systems, circuits, components, piping, or valves is required.

3.2.2  Verify the use of sufficient tags to prevent operation of equipment, systems, circuits, components, piping, or valves from all stations that could exercise control.

3.2.3  A contractor's designated representative shall sign, and identify his company, on a ship's tag-out log and tags after installation, indicating repair activity satisfaction with the completeness of the tag-out required and to alert personnel removing tags that contractor concurrence is required.NOTE:  This requires maintaining a master tag-out log on the ship.  I think that this will be a good idea, so that we can identify tagged out systems that are inactivated at lay-up & the Contractor doesn't remove tags that were installed for deactivation unless we're activating systems for testing, etc.
John Wiegand.
3.3  Post warnings signs and barriers, and install temporary positive means to prevent closure or movement of components that create a safety hazard at hull and deck openings.

3.4  Install and maintain hull blanks on piping, valves, equipment, and components being stored, installed, or removed, and on openings aboard ship resulting from the removals, immediately upon each removal. The use of cloth, polyvinyl sheet, paper, and tape as blanks is prohibited.

3.4.1  Blanks installed on equipment, valves, and piping openings in systems which are subject to pressure shall be in accordance with commercial standards to with stand maximum pressure and secured in place with gaskets and fasteners in accordance with 5.1.

3.4.2  Blanks installed on openings in equipment, valves, and piping systems not subject to pressure shall be adequate to preclude entry of foreign material and to protect flanges and threaded areas.

3.4.3  Remove blanks installed in 3.5 immediately prior to installing piping, valves, or equipment.

3.5  Accomplish the requirements of  5.2 for installation of cofferdam over hull openings/penetrations prior to removing or installing equipment, valves, or piping when two-valve protection cannot be maintained while the ship is waterborne.

3.5.2  Install stamped or engraved solid metal tags on each removed piping section, valve, and equipment indicating the location, system, ship's name and hull number, and Work Item number prior to removal from the system.

3.5.3  Tape and insulate cable ends disconnected from equipment to prevent shorting out or grounding in the event a system is accidentally energized.

3.5.4  Tag each cable indicating circuit number and location of panel and fuse box energizing cable.

3.5.5  Install dust covers on equipment connectors following disconnection of cable plugs.

3.6  Do not disturb, modify, remove, energize, or operate any switch, fitting, valve, or other equipment affixed with a isolation or DANGER tag.

3.6.1  Do not remove or relocate isolation or DANGER tags.

3.6.2  Verify removal and clearance of Danger or isolation tags in accordance with approved instructions before the equipment is operationally tested or operated.

3.7  Notify the COTR immediately when the contractor's work is complete and the system, piping, or circuit is ready for activation to accomplish removal of tags.

3.7.1  The contractor's representative shall sign the ship's tag-out log to show concurrence in tag removal and clearance before removal.

3.7.2  Contractor personnel will remove tags after contractor's designated representative concurrence and clearance has been recorded and removal is authorized by the COTR.

4. Performance Criteria/Deliverables:
4.1  Deliverable: [If  paragraph. 3.1 OPTION 1 is exercised.] COTR Approved Tag-out procedures.

5. References:
5.1  ASTM-XXX, Schedule of Piping, Valves, Fittings, and Associated Piping Components.

5.2  XXX-XXX, Cofferdam Installation; Accomplishment.

6. Notes:  None
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