
 

 

 

 

 

 

 

 

 

APPENDIX C 

Pre‐Test Modifications 

 

• Stack Modification (Includes ABS Approval 
Document 

• Engine Instrumentation Modification 
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STACK MODIFICATION DETAILS 
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T/S State of Michigan 
k d f#4 SSDG Stack Modification

• NOx Code RequirementsNOx Code Requirements

• Alteration Plan

S l• ABS Approval

• Work in Progress Pictures

• Final Completed Modification 

C-3



NOx Technical Code 2008 Extract:

5.9.3.1 The sampling probes for the gaseous 
emissions shall be fitted at least 10 pipeemissions shall be fitted at least 10 pipe 
diameters after the outlet of the engine, 
turbocharger, or last after‐treatment device, 
whichever is furthest. downstream, but also at 
least 0.5 m or 3 pipe diameters upstream of 
the exit of the exhaust gas system, whichever 
is greater. For a short exhaust system that does 
not have a location that meets both of thesenot have a location that meets both of these 
specifications an alternative sample probe 
location shall be subject to approval by the 
Administration. 
. 

Drawing Extract
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DG #4 Exhaust Trunk with blanket  

Drain and Drain Valve

Location of test penetration

DG #4 Exhaust Trunk without blanket  
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Flex Expansion Joint Coupling

Flex Expansion Joint

Exhaust Temperature Probe

Flex Expansion Joint Coupling
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Flex Expansion Joint
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Location per conversation on 8/31/11 
with Tom Risley (LCE), Bill Welch (UC‐
R) and Roger Schwartz (Schwartz 
Boiler) Locate 90 degrees from drainBoiler).  Locate 90 degrees from drain 
line on either inboard or outboard side 
of pipe – spot to be marked by Bill 
Welch during ship visit on 9/2/11.

Schwartz Boiler will remove exhaust 
expansion joint coupling, cover area to p j p g,
ensure no debris gets in engine 
turbochargers and then proceed with 
penetration, welding, testing, and 
cleanup per procedure on 9/6/11 aftercleanup per procedure on 9/6/11 after 
gas free certificate issued by Current 
Marine Services, Inc.

Compiled Photo of DG#4 Exhaust Trunk
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T/S State of MichiganT/S State of Michigan 
Stack Modification Details

Before
After
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ABS Approval
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With Drilled hole
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Welded Latrolet and  New Drain Valve
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Final Dye Penetrant Inspected Latrolet and Drain Line Renewal
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Exhaust Pipe Cover/Blanket Reworked and Reinstalled

Cover for newly inserted test probe location
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ENGINE INSTRUMENTATION MODIFICATIONS 
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Temporary Engine Modifications

Caterpillar Temporary ModificationsCaterpillar Temporary Modifications

• Installed Fuel meters installed

• Inserted temperature and pressure taps in Intake 
air manifold ports
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Fuel Meter Installation
Original Engine 
fuel oil supply 
and return 
fl ibl hflexible hose

Cat installed fuel 
oil supply and 
return meters

Two temporary fuel meters were installed by removing two flex 
hoses and inserting flex hoses and meters – upon test completion 
original flex hose to be re‐installed
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Intake Manifold Instrumentation Ports

Original pipe plugs

Original Inboard Configuration

Original Outboard Configuration (front view)

Pressure take off

Thermocouple

Instrumented Inboard Configuration

Need additional Thermocouple from Cat

Instrumented Outboard Configuration

Note:  Pipe plugs removed and thermocouple and tubing installed for temperature 
and pressure measurement – pipe plugs will be re‐installed upon test completion
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Intake Manifold TapsIntake Manifold Taps
Installed Pressure Gauge

Inboard Manifold Outboard Manifold

Caterpillar Installed Temperature Probe

Existing Air Inlet Manifold Temperature Probe

Inboard Manifold Outboard Manifold
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Caterpillar Provided Test MetersCaterpillar Provided Test Meters

Digital Thermometer Digital Fuel Meter

C-22




