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1. EXECUTIVE SUMMARY

The N/S SAVANNAH (NSS) Characterization Project is intended to provide the Maritime
Administration (MARAD) with a profile of radiological and non-radiological contaminants
on the ship in radiological spaces. The scope of work was to perform a radiological and
environmental hazard characterization program of the radiological spaces to document
the location and extent of radiological and environmentally hazardous materials within
these spaces preceding the decommissioning effort. In addition, a number of smears
and samples were taken in non-radiological spaces to facilitate future analyses. The
information obtained from this project will enable MARAD to develop appropriate
decommissioning strategies and to estimate associated costs.

This characterization task was not intended to document a Multi-Agency Radiation
Survey and Site Investigation Manual (MARSSIM)-compliant termination survey that
would be subjected to the rigors of a Nuclear Regulatory Commission (NRC) review.
The intent of the characterization program was to provide a basis for which the
government could estimate the cost of performing the decommissioning. In addition,
the end state of the ship is expected to be complete free release and therefore a
MARSSIM based survey is not required. Only those locations and equipment/structures
that were expected to be radioactive were surveyed in depth to determine the extent
and types of radioactive materials present. The remaining areas (principally aft of the
engine room, forward of the reactor compartment, and in the mid-ship-house and public
areas) were surveyed less rigorously than radiological areas but in sufficient detail to
confirm that no radioactive materials reside in those locations. The characterization
program conducted from March 20, 2005 to April 25, 2005 did not include the
radiological characterization of the reactor vessel, internals, or neutron thermal shield
tank.

The characterization effort was implemented in accordance with a preestablished
Characterization Plan that included project-specific procedures encompassing
radiological aspects of the project.

The following sampling was performed during the characterization program:
e 1423 smears surveys

e 26 paint scrapings

e 14 metal samples

e 6 secondary containment concrete core bores
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e 10 crud (solids) samples from the primary system

e 4 primary water samples from the steam generators

e 1 water sample (chromated water over-rinse residue) from the empty neutron shield
tank

e 11 air samples for radioactive contaminants

A representative number of paint, metal, and core bores were sent to General
Engineering Laboratories (GEL) in Charleston, S.C. for confirmatory analysis, including
detection of tritium in core bores, which was not possible with any shipboard
instrumentation. The results of the confirmatory analyses performed by GEL confirmed
the finding of the shipboard instrumentation.

Findings of this characterization effort are as follows:

e Confirmed the absence of fission products (other than trace quantities of
cesium-137), uranium and its daughter isotopes, as well as transuranics (e.g.,
plutonium), indicating no discernable fuel failures.

e Minimal crud contribution to total curie content.

e No contamination found in the non-radiological spaces.

e Minimal contamination found in radiological spaces.

e Opverall dose rates much lower than expected.

e Previously radiologically identified sites found uncontaminated.

e Containment vessel systems, structures. and equipment exceptionally radiologically
clean.

In conclusion, the N/S SAVANNAH is in very good condition from a radiological
perspective to support decommissioning. The data gathered during this exercise, and
subsequently verified by a certified, independent laboratory, would allow MARAD to
develop comprehensive decommissioning strategies along with bounding the costs.

2. HISTORY/STATUS OF NUCLEAR SHIP SAVANNAH

In 1955, President Eisenhower proposed that the United States build the world’s first
atomic-powered merchant vessel to demonstrate America’s peaceful use of the atom. In
1956, Congress authorized construction of the Nuclear Ship SAVANNAH as a joint
project of the Maritime Administration and the Atomic Energy Commission. After the
ship was commissioned, MARAD took title to and responsibility for the ship.
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The reactor plant achieved initial criticality in December 1961 and operated from 1962
to 1970 at an average plant thermal power of 30%, resulting in 2.4 effective full power
years of irradiation on the structures inside the containment vessel (CV). The NSS is
currently moored along side the Nuclear Barge STURGIS in the James River Reserve
Fleet (JRRF) near Fort Eustis, Virginia.

On 29 January 1973, the U. S. Atomic Energy Commission issued Amendment 13 to
the Technical Specifications associated with NSS license NS-1. This amendment
acknowledged that the NSS’s reactor was no longer operational. This decision was
based on the fact that all nuclear fuel had been removed from the ship, and the reactor
and associated systems had undergone certain modifications to ensure that they were
no longer operable.

The following radioactive material/equipment had previously been removed from the
ship:

e All fuel elements (32)

e Main coolant pumps and integral motors (4)

e Loose radioactive material (components and waste)

e Fission chambers and start-up source

e Demineralizer resin tanks

The reactor vessel is closed with the head in place (held by six tensioned studs). The
control drive system is disconnected mechanically, hydraulically, and electrically.

The primary system was initially thought to be drained of water, though it was estimated
that approximately 1100 gallons of water remained in the lower plenum of the reactor
vessel below the inlet nozzles. This estimation was performed by the contractor who
was responsible for dewatering the primary system in 1976. During the opening of both
port and starboard steam generator primary system inlets, water was observed in both
steam generators. It is anticipated that water may also be in the pressurizer surge line.
The status of the water level in all of the primary components, which is being evaluated
under a change order to this contract, will be documented elsewhere.
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3. RADIOLOGICAL CHARACTERIZATION

Materials onboard the NSS might contain radioactivity from both activation and
contamination processes. Activation is a process by which a material is made
radioactive through neutron bombardment produced by the fission of uranium fuel.
Radioactivity is induced throughout the material such that the material may be
considered radioactive. While an activated material such as steel cannot be cleansed of
its radioactive nature, the radioactivity cannot be transported unless the steel itself is
degraded (e.g., through corrosion, cutting, or abrasion) and transported.

Activation products in stainless and carbon steel-based reactor and primary system
components could include iron (Fe-55), cobalt (Co-60), and nickel (Ni-59 and Ni-63).
With only 2.423 effective full power years of irradiation time, none of these nuclides
reached saturation (highest activity attainable by an isotope in a specific neutron flux,
i.e., rate of production = rate of decay). Fe-55, with the shortest half-life of the principal
nuclides, reached 46% of saturation; Co-60 reached 27%. Ni-59, with a half-life of 7.5 x
10° years, attained less than 0.003% of saturation, while Ni-63 reached 1.7%. Fe-55
would have been present in large quantities on the NSS at final shutdown but has since
decayed through more than 13 half-lives and is now present in only trace quantities.
Concrete may contain tritium (H-3). Radon was noted in many of the vessel's enclosed
areas and was identified during air sampling.

Radioactive surface contamination generally refers to loose or fixed radioactive material
that is transported and deposited onto a surface. This contamination may result from
processes such as abrasion, oxidation, or erosion of fission and activation products.
Radioactive surface contamination may be easily transported from surface to surface
through direct contact. It is important to make the distinction that activated materials
present a greater external exposure concern to the human body, while contaminated
materials are a greater internal exposure concern to the human body. In addition, during
characterization or remediation activities such as cutting, grinding, coring, and other
intrusive techniques, the potential for internal exposure is increased.

Chemical action of the coolant water flowing through the core can cause gradual
corrosion of the materials forming the reactor pressure vessel (RPV), internals, primary
piping, steam generators, and pressurizer. These corrosion products, referred to as
“crud,” have been or will be activated by neutron irradiation and will circulate with the
coolant until they decay or are deposited at locations of low water velocity or stagnation
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flow or are removed by purifiers, leaks, or routine replacements of water. Crud would
normally be retained in the primary loop unless leaks in the steam generator tubes
caused crud carryover to the secondary loop.

Potential airborne radioactivity areas, which might exceed regulatory limits for
concentration and could require the use of respiratory protection, were identified early in
the characterization program.

The large number of sample categories and locations identified in the Characterization
Plan reflects the significance of both activation and surface contamination in the
selection of safe, cost-effective decommissioning processes.

4. RADIOLOGICAL CHARACTERIZATION TECHNICAL APPROACH
4A. RADIOLOGICAL CHARACTERIZATION METHODOLOGY

The following describes the methodology that was used to characterize radiological
hazards in sufficient detail for MARAD to develop decommissioning strategies. As
previously stated, this characterization program was abbreviated in scope compared to
the final MARSSIM-based survey, which will be required in preparation for the NRC
license termination following decommissioning.

e Containment vessel structures and internal structures may contain trace amounts of
radioactivity due to induced activity from exposure to neutron radiation during
operation. Samples of the structural metal were taken, and activated nuclides, if any,
were identified.

e The reactor vessel, internals, and neutron shield tank were previously characterized
by WPI, based on current material standards, actual plant operating data, and the
latest analytical computer code (ORIGEN-ARP Version 2.00) accepted by the NRC.
This characterization is available in the report entitled, “Nuclear Ship Savannah
Reactor Vessel, Internals, and Neutron Shield Tank Characterization and
Classification Assessment, revision 0 dated April 3, 2004”. The results of the
analyses concluded that the reactor vessel, internals, and neutron shield tank
satisfied the radionuclide inventory waste acceptance criteria (WAC) for the Barnwell
disposal site. To confirm or refine the earlier analytical results, external reactor
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vessel dose measurements were obtained from inside the neutron shield tank at the
elevation of the core mid-plane.

e The containment vessel rests on a support frame surrounded by a concrete shield
lined on the inside with a painted carbon steel plate liner. While no contamination or
induced activity was expected in the concrete behind the liner, that assumption was
confirmed by drilling through the liner at strategic locations with a hole saw and core
boring the concrete with a magnetic base core boring machine to obtain appropriate
samples for off-site evaluation.

e Several specific locations were investigated, such as the inside surfaces of the
primary system (by opening the primary inlet of each steam generator). Other
systems were opened as necessary by removing valve bonnets, heat exchanger
manways, pipe flanges, etc. to gain access and samples. All system openings were
closed to an airtight (but not hydrostatically tested) condition. Air-handling systems
(shut down and in use) were opened and investigated

e The steam plant (secondary side) was characterized by opening the condenser near
the steam jet air ejector (SJAE) and the port inspection point steam generator steam
drum.

e WPI’'s extremely knowledgeable and experienced staff identified areas of concern
and approached the effort in a thorough and efficient manner. Personnel biographies
are contained in Appendix A.

4B. INSTRUMENTATION
4B.1 Calibration

Radiation detection instruments used for the project were either rented from an
approved vendor or provided by MARAD. Upon arrival, the instruments were checked
for function and condition; all instruments were determined to be in good working
condition. Calibration data sheets were reviewed, matched to each instrument, and
accepted.

All instrument rentals and calibration sources were procured under WPI's NQA-1
program, which is an NRC-compliant Quality Assurance Program.
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Air samplers, on loan from MARAD, were also used on this project. A copy of the
calibration data sheet was provided for each air sampler. These were verified as current
for each air sampler and accepted.

4B.2 Daily Source Checks

To permit daily checks of the instrumentation, operational check sources for alpha and
beta instruments were used. These sources were as follows:

e thorium-230 (alpha emitter) 339 Bq (9.16 nCi)

e technetium-99 (beta emitter)  75.8 Bqg (2.05 nCi)

Each portable instrument was checked daily for proper background. This background
value was established when the instrument was first put into service on this project. A
source count value using an appropriate check source was established initially for the
portable instruments. From this initial count, a +20% range was established for each
instrument. On a daily basis or more frequently if appropriate, the appropriate check
source was counted with each portable instrument and a count value obtained. The
daily source count was entered on the Instrument Source Check Log for each
instrument and verified to be within this £20% range.

No gamma source was provided. An alternative method to source-check the portable
radiation detectors (Ludlum 19 pR meters) was a stateroom commode with porcelain
glaze. This glaze contained enough naturally occurring radioactive material (NORM) to
provide a reading of 6-9 pR. The reasons for this method are discussed in
Section 4C.2, Frisking. This approach provided a suitable gamma source for a daily
source check of the yR meters. Natural background on the NSS was 2-3 pR.

The Teletector, a gamma detector with 17-foot telescoping capability, was checked
daily, when used, by comparing readings in radiological areas with a Ludlum 19 uR
meter, a method that provided assurance that the Teletector was functioning properly.

A 20-minute average background count was established for the 2929 counters; a daily
20-minute background was performed, and the range verified as £+10% of the average.
These daily background values were entered on the Instrument Source Check Log for
each instrument.
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The 2929s count both alpha and beta simultaneously. Using the Th-230 and Tc-99
check sources, an average 5-minute count value was obtained for each counter when
first put into operation for this project. Based on this initial count, a +10% range was
established. Daily count values were obtained from the 2929s using both check
sources. These source count values were entered in the Instrument Source Check Log
for each 2929 counter and verified to be within this £10% range. These values were
verified by using National Institute of Standards and Testing (NIST) traceable check
sources and documented on Instrument Check Source Logs for each instrument.

Copies of the daily source check and background count are included in Appendix B.
4B.3 Instrument Use

Two Radeco Low-Volume Air Samplers were used to detect airborne radioactive
particulates. These battery-powered, computer-controlled, totalizer-type air samplers
can run for approximately 3 hours on a full battery charge. In addition, augmented
battery service was provided through two 800-amp/hour marine batteries purchased for
this effort. Air samples were obtained prior to entry into an area without respiratory
protection and when opening the primary system.

Ludlum 19 yuR meters were used to monitor for low-level gamma radiation upon first
entry into radiological areas and for measuring dose rates up to 5 mR throughout the
radiological areas.

Ludlum 3, 12, and 2221 count rate meters with pancake probes were used to monitor
for very low levels of beta/gamma contamination throughout the ship and were also
used to monitor individuals upon exiting radiological areas.

A Ludlum 2221 count rate meter with an alpha probe was used to monitor for alpha
contamination in selected areas of the containment vessel and labs.

One teletector telescoping instrument was used in radiological areas above 5 mR/hour,
almost exclusively in containment and shipboard laboratories.

Two Ludlum 2929 scalers with 43-10-1 probe were used to count the smears, air
samples, metal samples, and paint scapings taken during this project.
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Table 4B.3-1 lists shipboard nuclear instrumentation used during the project.

Table 4B.3-1
N.S. Savannah Characterization Project Instrument List
Instrument Serial Pro_be Radiation |Readout
model number Probe model serial detected units
number

Ludlum 3 97416 |44-9 pancake NA Beta/gamma |cpm
Ludlum 12 75809 |44-9 pancake NA Bata/gamma |cpm
Ludlum 12 91037 [44-9 pancake NA Beta/gamma | cpm
Ludlum 19 42972 Internal scintillator | NA Gamma MR/hour
Ludlum 19 95499 Internal scintillator | NA Gamma MR/hour
Ludlum 19 95469 | Internal scintillator | NA Gamma MR/hour
Ludlum 2221 197766 |43-5 scintillator 127385 Alpha cpm
Ludlum 2221 94954 | 44-9 pancake NA Beta/gamma |cpm
Ludlum 2929 102001 |43-10-1 103276 Beta/gamma |cpm
Ludlum 2929 160019 |43-10-1 167229 Beta/gamma |cpm
Teletector 6112D | 28991 NA NA Gamma mR/hour
Radeco H-810DC | 0864 Air sampler NA Air particulate | NA
Radeco H-810DC | 0865 Air sampler NA Air particulate | NA
Canberra high S/N 96- |Base unit/detector | SAM 935 | Gamma Kev/Mev
resolution gamma | 5740 (90163/S
spectrometer* SR593)

* SERAT team provided.

4C.

RADIOLOGICAL SAMPLING LOGISTICS

To adequately characterize the existing radiological conditions aboard the NSS, seven
different types of data were collected: smears for surface contamination including
samples taken from the interior of the primary system to estimate the extent of crud
buildup (or plate-out) in the reactor vessel, frisking for fixed contamination, dose rate
measurements, paint scrapings, metal samples for induced activity, core bores for
shielding wall samples, and air samples to identify airborne radioactivity.

4C.1 Dose Rate Measurements

Dose rate measurements (primarily in yR/hour) were taken in rooms and compartments
throughout the ship to determine the radiation levels from any residual radioactive
materials or contamination.
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4C.2 Frisking

Frisking measurements (in counts per minute) generally preceded the smear samples to
identify any locations with fixed or loose radiological contamination. Frisking is the
process of detecting radioactive material on personnel or equipment/structures.

Frisking readings and dose surveys in selected commodes and sinks exhibited slightly
elevated readings (typically 7-10 puR/hour) compared to background (2—4 uR/hour).
Investigation of this anomaly revealed that prior to the mid-1970s, a glaze commonly
used in the manufacture of porcelain products could contain trace amounts of uranium
and/or thorium. Use of a portable energy spectrometer did confirm the presence of
thorium in some of the porcelain furnishings.

4C.3 Smears

Smears are 10- x 10-cm (4- x 4-inch) samples taken by rubbing a fixed-size sample
paper (nominally a circle about 2.5 cm (1 inch) in diameter on a contiguous area). The
area may be any set of dimensions that equals 100 cm?. The smear paper is protected
from cross-contamination and numbered as to the area and sequential sample number.
The smear is then placed in a shielded detector, and any radioactive emissions which
occur from decay are “counted” by the detector.

The number of “counts” is an indication of the amount of residual radioactivity
(removable) on the originally sampled area. Count rates for all smears above
background were converted to the standard nomenclature for radioactive surface
contamination, disintegrations per minute (dpm)/100 cm?. Surface contamination levels
above 10CFR20 regulatory limits (1,000 dpm/100cm? for beta/gamma activity) were
posted with appropriate warning signs. In all, 1423 smears were taken during the
categorization effort depicted on the radiological survey forms in Appendix C.

In determining the sample distribution in an area, emphasis was given to those areas
identified by frisking as being potentially contaminated such as sumps, door sills,
contaminated systems pipe flanges, any location with evidence of leakage, etc.

In those areas of the ship not expected to be contaminated, such as staterooms, dining
and recreation areas, crew quarters, offices and galleys, predetermined smear locations
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included door sills, door knobs, ventilation ducts, bathroom floors, and sinks. As shown
in Appendix C, these areas exhibited radiation levels at or below background.

Smears of the interior piping of the primary system were taken at the inlet to the steam
generator and on the inlet side of the tube sheets. Smears of the primary system
contamination were obtained via inspection ports located on the steam primary side of
the steam generators that were subsequently reinstalled. The principal isotope in the
crud was confirmed to be Co-60 through use of gamma spectroscopy. Using the highest
activity smear (tube sheet entrance) and assuming this crud level to be uniformly
distributed over the interior surface of the RPV, a total crud activity level of 1.1 mCi was
obtained. In our 3 April 2004 report, the total RPV crud activity level in 2007 was
estimated to be less than 0.3 Ci of Co-60. A gamma energy spectrometer was used to
confirm that the principal isotope in the crud was Co-60. Details of the crud analysis are
provided in Appendix B. The difference in crud levels are due to the fact that one was
an estimate based on a dose rate that was obtained in 1971 at the primary inlet piping
where an assumption was that the dose rate was totally Co-60. A conservative
estimate was developed assuming this dose rate was an infinite line source. Now the
evaluations should be based on actual data obtained during the characterization efforts.

4C.4 Paint Samples

Paint samples were taken using a rasp or scraper to remove all levels (coats) of paint in
recognition of the fact that early contaminated coats of paint may have been overcoated
with fresh paint and would be impervious to smears. Paint samples included only paint
and undercoatings but no metal. Preference was given to locations containing multiple
layers of paint and in areas near or around radiological laboratory sinks and any other
location with potential for contamination. While the same area planning philosophy as
for smears was followed, the paint sampling locations were also selected on the basis of
accessibility. Based on the absence of any activity levels above background in the
passenger and crew living spaces, as well as other non-radiological portions of the ship,
paint samples were taken only in the radiological portions of the ship as shown in the
radiological survey forms in Appendix C. The activity levels were nonexistent based on
actual results from dose rates and smear samples. Obtaining paint samples in the non-
radiological portions of the ship would add no new information to the extensive data
base already compiled through dose surveys and smear collection.
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The NSS Health Physics staff detected radioactivity levels above background in some
samples. Six samples, which showed activity levels above background using shipboard
instrumentation, were sent to GEL, a WPI-approved vendor, for confirmatory analysis.
Results of GEL'’s analysis indicated the presence of Co-60 and Cs-137 in the picocurie
(pCi) range where 1 pCi=10"2 Curies. Co-60 activity levels ranged from 2.61 to 109
pCi/gm with the highest level at the foundation of the RPV and primary containment
wall. Cs-137 activity levels ranged from 2.58 to 342 pCi/gm with the highest level at the
interior of the primary vent duct, where airborne Cs-137 would tend to concentrate. The
detection of Co-60 and Cs-137 confirmed findings of the onboard characterization effort
involving smear collection/counting and portable gamma spectroscopy.

A trace amount of Pb-212, which is a decay product of naturally occurring Th-232, was
detected (1.81 pCi/gm). K-40, a naturally occurring isotope in elemental potassium that
accounts for about one-third of the external and internal whole body dose resulting from
natural sources, was detected at a trace level of 2.76 pCi/gm. Details of GEL’s analysis
are provided in Appendix C.

4C.5 Metal Samples

To identify radiation sources resulting from the neutron activation of metal components
during reactor operation, small metal samples (less than 1 square inch) were cut from
metal components/structures with saws, drills, or other bulk metal-removal equipment.
The objective was to obtain only metal with no paint, coatings, or other foreign
materials. Sample locations were determined based on physical structure type and
location in the CV. A set of samples was taken from structural components in close
proximity to and in direct line-of-sight of the core mid-plane, where maximum neutron
irradiation during power plant operation would have occurred. Another set of samples
was taken in structural components near the outer wall of the CV at core mid-plane
locations to determine the activation of the CV wall, if any. The activity (if any) was
measured to determine curie concentration of the activated metal.

Neutron activation in the CV ceased following reactor final shutdown. Fe-55, the
principal isotope of radiological concern in structural steel, has since decayed through
thirteen half-lives (T’2 = 2.7 years) and is currently present in only trace quantities.

Though the metal samples showed no activity above background in the NSS Health
Physics Lab, four samples were sent to GEL for confirmatory analysis. Results of GEL'’s
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analysis indicated no detectable radiation levels except naturally occurring K-40, a
radioactive isotope of elemental potassium, that measured 2.97 pCi/gm. Details of
GEL’s analysis are provided in Appendix C.

4C.6 Core Bores

Six core borings were taken through the steel inner liner of the secondary area and into
the shield wall to determine the extent to which the concrete external to the steel wall is
contaminated or induced activity exists. In addition, the concrete shielding was
considered the only credible location for tritium (H-3), other than residual water in the
RPV and primary system piping/steam generators. Selection of core bore locations was
based on expected maximum activity levels as well as boring equipment accessibility.

It was also necessary to provide drilling water to the core boring machine, which
required use of a water recovery system. Core bores were removed and identified as to
orientation (outer and inner end and location). The steel plug removed from the core
bore access hole in the wall also provided an induced activity sample. The core bore
holes in the steel liner were restored by sealing with a sealing material.

Two of the core bore samples, including the steel plugs, were sent to GEL for analysis,
including determination of the presence of tritium, whose characteristic low beta energy
(20 keV, max) without accompanying gamma emissions was beyond the detection
capabilities of any shipboard instrumentation. GEL’s analysis indicated no detectable
levels of tritium in either of the two samples. Both samples contained trace amounts (<
1 pCi/gm per isotope) of naturally occurring Th-232 decay products (Ac-228, Pb-212
and TI-208) and naturally occurring U-238 decay products (Bi-214, Pb-214 and Th-230).
The isotope, K-40, a naturally occurring isotope in building materials such as concrete,
was present at activity levels in the 12-14 pCi/gm range, a factor of 4-5 higher than the
K-40 content measured in paint or metal. This finding confirms the higher concentration
of K-40 that would be expected in concrete versus either metal or paint. The broad array
of naturally occurring isotopes (K-40, U-238 and Th-232 daughter products) detected in
the bore samples are entirely consistent with the predictable isotopic content of a
concrete structure.

The steel plugs exhibited no detectable radioactivity, which is an indication of negligible
levels of neutron activation at those locations during reactor operation. This finding is
corroborated by the absence of any detectable radioactive material except naturally
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occurring isotopes in either of the bore samples. Details of GEL’s analysis are included
in Appendix C.

4C.7 Air Samples

Airborne radioactive material was determined through the use of RADECO low-volume
air samplers followed by quantitative analysis of residual radioactivity retained on the air
filters inserted at the flow intake of the samplers. The high initial alpha levels followed by
decay to background levels within 24 hours indicated the presence of naturally
occurring radon (Ra-222) on the ship. These findings are consistent with likely sources
of shipboard radon that include concrete, floor tiles, and porcelain furnishings. Likely
sources of radon include concrete, floor tiles, and porcelain furnishings. Air sampling
identified no other sources of airborne radioactivity and the results are included in
Appendix C.

4C.8 Water Sample

One water sample (chromated water over-rinse residue) was collected from the empty
neutron shield tank. No radioactivity was detected using onboard instrumentation. This
finding was verified by GEL’s analysis that found no detectable levels of radiation in the
water sample. Details of GEL’s analysis are included in Appendix C.

4D. SAFETY PRECAUTIONS

WPI implemented the N/S SAVANNAH Preliminary Accident Prevention and Health and
Safety Plan that had been previously prepared and accepted by MARAD under another
contract. This plan established comprehensive procedures for all feasible issues
associated with the characterization effort. In addition, MARAD supplied a marine
chemist, who released confined spaces, secondary containment, and primary
containment for general access. Upon initial opening, the primary containment was
oxygen deficient prior to ventilation being established. The Gas-Free Certificate is
provided in Appendix D. Appendix E contains Project Exposure information for the
team. All work in radiological areas was performed in accordance with a Radiation Work
Permit (RWPs). The RWPs are provided in Appendix F.
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4E. WASTE MANAGEMENT

Waste management was performed in accordance with project procedures described in
Appendix G. All trash removed from radiologically controlled areas was frisked prior to
determining its release status. If an item frisked clean, it was disposed of as normal
trash following a confirmatory survey prior to leaving the vessel. If an item was found to
contain radioactive material, it was bagged and stored onboard the NSS. In addition,
before trash was removed from the NSS, the bags were frisked again as a precaution.

S. RADIOLOGICAL CHARACTERIZATION RESULTS
5A. RADIOLOGICAL PROFILE

One hundred eighty-five areas of the NSS were evaluated for radioactivity, including
nine decks and seven compartments or areas that span decks vertically. In excess of
1400 smears were taken in these areas. One hundred and one surveys were
documented and are included in Appendix C. Many of these surveys included multiple
areas; as an example, five staterooms were usually documented on one survey.
Summarizations of these areas are included in Tables 5A.3-1 through 5A.6-1.

5A.1 Dose Rates

For radiological areas outside of primary or secondary containment, general area dose
rates ranged from background to 50uR/hour. Contact readings on some pipes reached
2mR/hour.

In non-radiological areas, general area dose rates were at or below background, with
one exception in Cargo Hold 4, where shine from the Cold Chemistry Lab produces
approximately 250uR/hour at the Cargo Hold 4 aft wall. Shine is radiation emanating
from another location on the ship but being measured remotely.

Inside secondary containment, dose rates in the upper levels of secondary containment
were essentially background. In lower secondary containment, general area dose rates
varied 0.3—1.6 mR/hour, with contact readings of up to 221 mR/hour.

Inside CV general area dose rates varied 0.1-10 mR/hour, with the highest contact
reading around the “U” tube end of the steam generators of 35 mR/hour.



M

NSS Characterization Report
September 22, 2005
Revision 0

Solutions for Government and Industry Page 19 of 39

Inside the steam generator primary side inlet plenum dose rates were a maximum of
344 mR/hour in the mid-plane of the plenum and the highest contact reading was
812 mR/hour, on the tube sheet.

A dose rate summary is included in the following sections.

5A.2 Radiological Contamination

No loose radiological contamination was found in unexpected places. Very little
contamination was found in areas where it was expected. Several stateroom toilets,
sinks, and floor tiles were found to contain NORM. A summarization of these areas is
included in the following tables.

5A.3 Non-Radiological Areas

The non-radiological areas were clear of detectable radiological contamination. The
non-radiological areas evaluated are summarized in the following table.

Table 5A.3-1
Non-Radiological Area Summary
Number of Dose rate Contamination
Deck/compartments areas f
ound found

evaluated
Navigation Bridge Deck 8 Background | All < background
Boat Deck 10 Background | All < background
Promenade Deck 2 Background | All < background
“‘A” Deck 20 Background | All < background
“‘B” Deck 44 Background | All < background
“C” Deck 31 Background | All < background
‘D” Deck 11 Background | All < background
Weather Deck (“A” Deck) fwd and aft 15 Background | All < background
14’ Flat Deck 5 Background | All < background
Hold Deck 6 38 uR/hour* | All < background
Cargo Hold Number 4 (aft) 5 250 yR/hour** | All < background
Machinery Casing, boat to “C” Deck 4 Background | All < background
Engine and Control Rooms 8 Background | All < background
Hold Number 5, engineering space 2 Background | All < background
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*Hold Deck had a pipe running under the deck plate in the passageway that read
38 uR/hour on contact. This pipe ran through a portion of the crossover area also. The
pipe is for the waste transfer system. Lower dose rates were recorded at various areas
of the passageway above the deck plates.

**Hold Number 4, “D” Deck Starboard, had readings on the aft wall up to 250 pR/hour.
This appears to be shine from the Cold Chemistry Lab.

5A.4 Radiological Areas

Table 5A.4-1 provides a summary of radiological condition found during the evaluation
of radiological areas excluding containment. The values listed are maximums.
Figure 5A.4-1 provides a cross-sectional view of the NSS radiological area. Brief
summaries are provided below with detailed information on the Survey Sheets in
Appendix C.
Table 5A.4-1
Radiological Area Summary

Contamination
found
dpm/100cm?

Hot Chemistry Lab, “D” deck off of the control room |Background |< 1000
Port Forward Stabilizer Room, upper level off of 14’ |8 yR/hour All < background
flat

Dose rate

Deck/compartments found

Port Forward Stabilizer Room, lower level 1504 R/hour | All < background
Fan Room “B” Deck, starboard side Background | All < background
Stateroom B-1 (radiological waste storage) Background | All < background
Cold Water Chemistry Lab, upper level 50 uR/hour All < background
Cold Water Chemistry Lab, lower level 2000 pR/hour | Max 3904

Hold #4, “D” Deck, starboard 250 yR/hour | All < background
Charge Pump Rooms, port and starboard 180 uR/hour | All < background
Health Physics Lab., “A” Deck 5 uR/hour Max 1221

Hold Deck, outside containment, port-to-starboard |25 pR/hour All < background
crossover passage
Hold Deck, outside containment, port and starboard | 38 pR/hour All < background
passages
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Figure 5A.4-1
N/S SAVANNAH Cross Section, Frames 80-270
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Hot Chemistry Lab, “D” Deck off of the Control Room

No radiological readings were found. Two locations had detectable contamination
< 1000 dpm/100cm?. See survey number NSS-0081. Detectable contamination
was noted from smear samples taken at the drains in the hot lab. No radiological
dose readings were noted above background.

Port Forward Stabilizer Room, upper level off of 14’ flat
General area dose rates at mid walkway were 8 yR/hour. Forward of this at end of
walkway dose rate was 5 pyR/hour. Both appear to be shine from lower level. No
radiological contamination was found. See survey number NSS-0059.

Port Forward Stabilizer Room, lower level
General area along walkway ranged 5-50 yR/hour. Green piping (waste transfer
piping) on either side of walkway ranged 20-150 pR/hour on contact. No
radiological contamination was found. See survey number NSS-0060.

Fan Room “B” Deck, starboard side (connects to Cold Chem. Lab)
No radiological readings were found. No radiological contamination was found.
See survey number NSS-0062.

Cold Water Chemistry Lab, upper level, “C” Deck (port entrance)
The lab extends from port to starboard between stairwells. The general area dose
rate on the port side is 4 yR/hour. A large, continuous air-monitoring unit covered
with lead is stored in the starboard side. Dose rates of 4-50 uR/hour were found in
and around this monitor. No radiological contamination was found. See survey
number NSS-0064.

Cold Water Chemistry Lab, lower level, access is from upper level
Filter canisters located on port side of room read 200—-600 pR/hour on contact.
Overhead pipes on starboard side read 2000 pyR/hour on contact. One location
showed smearable radiological contamination. The sample sink inside the hood
was 3904 dpm/100 cm?. See survey number NSS-0070.

Hold #4, “D” Deck, starboard
The aft portion of this deck in Hold #4 has radiation readings 6—250 uR/hour. An
overhead vent pipe has a reading of 38 pR/hour. The highest readings appear to
be shine coming from the Cold Chemistry Lab, which is on the other side of the
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bulkhead. No radiological contamination was found. See survey number NSS-
0063.

Charge Pump Rooms, port and starboard, lower level of engineering space
General area dose rate was background (2—4 uR/hour). On contact with the
charge pumps, a maximum reading of 180 yR/hour was recorded. No radiological
contamination was found. See survey number NSS-0086.

Health Physics Lab, “A” Deck at Hospital
General area in lab was background (2—4 pR/hour). Inside sink dose rate was
5 uR/hour. Frisker read 350 cpm in bottom of sink. Radiological contamination was
found in bottom of sink at 1221 dpm/100 cm?. See survey number NSS-0068.

Hold Deck, outside containment, port to starboard crossover passage
A reading of 25 yR/hour was found on the floor of the passage, port side. No
radiological contamination was found. See survey number NSS-0066.

Hold Deck, outside containment, port and starboard passages, for and aft
Slightly elevated dose rate readings were found on the containment wall
(7 yR/hour) on the starboard side. On the port side, a reading of 38 uR/hour on
contact with a pipe under the deck plate was found. Tracing the pipe for to aft,
elevated readings on the deck plate were found from 4 yR/hour to 18 pR/hour. No
radiological contamination was found. See survey number NSS-0065.

5A.5 Secondary Containment

Table 5A.5-1 summarizes radiological conditions found during the evaluation of
Secondary Containment. The values listed are maximums. Consult the write-ups below
the table and survey sheets for details.

During initial entries and during other entries, outer shoe covers and outer gloves were
frisked to determine whether radiological contamination was present. No contaminated
shoe covers or gloves were found.
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Table 5A.5-1
Secondary Containment Radiological Summary
Dose rate Contamination
Deck/compartments found* found
(dpm/100cm?)*
“B” Deck, access area aft of reactor Background |All < background
“B” Deck, area forward of reactor Background | All < background
“C” Deck forward, access from “B” deck Background |All < background
“A” Deck around cupola Background |All < background
Top of Cupola 4 yR/hour All < background
Aft Mezzanine, mid level between "C” and “D” Decks |3-5 yR/hour |All < background
Lower level of Secondary Containment 221 mR/hour | All < background

*See write-up below for details.

“B” Deck, access area aft of reactor

Dose rates in this area were background (2—4 uR/hour). Frisking showed no
locations above background (20—40 cpm). No radiological contamination was
found. See survey number NSS-0067. No smearable contamination was noted.
Dose rates were present due to activated material or contamination inside of
other systems.

“B” Deck, area forward of reactor
Dose rates in this area were background (2—4 puR/hour). No radiological
contamination was found. See survey number NSS-0072.

“C” Deck forward, access from “B” Deck
Dose rates in this area were background (2—4 puR/hour). No radiological
contamination was found. See survey number NSS-0071.

“A” Deck around cupola
Dose rates in this area were background (2—4 yR/hour). No radiological
contamination was found. See survey number NSS-0073.

Top of Cupola
No radiological contamination was found. See survey number NSS-0090.

Aft Mezzanine, mid level between "C” and “D” Decks and decon shower on "C” Deck
General area dose rates were 3-5 pR/hour. No radiological contamination was
found. See survey number NSS-0075.
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Lower level of Secondary Containment, access down ladder tube only
General area starboard side 300—1000 pR/hour, 1400-1600 pR/hour head high.
Overhead yellow line emits 221 mR/hour on contact. These lines are posted.
Starboard forward general area is 400-500 pR/hour. Port side general area was
60—80 pR/hour. No radiological contamination was found. See survey number
NSS-0076.

5A.6 Primary Containment

Table 5A.6-1 provides a summary of radiological condition found during the evaluation
of Primary Containment. The values listed are maximums. Consult the write-ups below
the table and survey sheets for details. Figures 5A.6-1 through 5A.6-5 provide a layout
of the primary containment by elevations and plan views.

During initial entries and during other entries, outer shoe covers and outer gloves were
frisked to determine whether radiological contamination was being spread. No
contaminated shoe covers or gloves were found.

Table 5A.6-1
Primary Containment Radiological Findings

Dose rate Contamination
Deck/compartments found found
(dpm/100cm?)

Primary Containment, upper hatch closed 15 yR/hour | All < background
Primary Containment, upper hatch open 400 pR/hour | All < background
Primary Containment, 1°" level 500 pR/hour | 1200
Primary Containment, inside shield tank upper ring |7 mR/hour | All < background
Primary Containment, 2" level 3 mR/hour | All < background
Primary Containment, 3" level 10 mR/hour | <1000
Primary Containment, 3" level, area over U-tube 35 mR/hour |< 1000
steam generator
Primary Containment, 4" level 3 mR/hour | All < background
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Figure 5A.6-1
Primary Containment Equipment Layout
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Figure 5A.6-2
Primary Containment Level 1 (Top)
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Figure 5A.6-4
Primary Containment Level 3

Figure 5A.6-5
Primary Containment Level 4 (Bottom)

o

f
©

REALTOR




M

NSS Characterization Report
September 22, 2005

Revision 0
Solutions for Government and Industry Page 29 of 39

Primary Containment, upper hatch closed, after plug removal

Dose rate at gauge on upper hatch 15 uR/hour. No radiological contamination
was found. See survey number NSS-0069. No smearable contamination was
noted. Dose rates were present due to activated material or contamination inside
of other systems.

Primary Containment, upper hatch open

Dose rate in airlock 400 uR/hour. No radiological contamination was found. See
survey number NSS-0074 and NSS-0077. No smearable contamination was
noted. Dose rates were present due to activated material or contamination inside
of other systems.

Primary Containment, 15T level
The aft area of 1% level general area dose rate is 0.1-0.5 mR/hour. Next to and
forward of the reactor, dose rates vary, with the highest being on the starboard
side of the pressurizer at 0.7 mR/hour. Radiological contamination found in several
locations <1000 dpm/100cm?. One location to right of pressurizer has radiological
contamination at 1200 dpm/1000m2. See survey numbers NSS-0087, NSS-0079,
and NSS-0083.

Primary Containment, inside shield tank upper ring, neutron wells, and inside neutron
shield tank access area
General area dose rate 300-500 uyR/hour. Readings were taken in neutron
detector wells that extend down next to the reactor wall inside the neutron shield
tank. There is lead shielding installed on the OD of the neutron detector wells.

Neutron well | Midpoint reading | Bottom reading
Aft well 2.2 mR/hour 3.4 mR/hour
Forward well |2.4 mR/hour 3.7 mR/hour

There is a personnel hatch into the neutron shield tank. Reading taken 7 feet down
from flange (core mid-plane) was 7 mR/hour. No radiological contamination was
found inside the shield tank upper ring or inside the shield tank. See survey
number. NSS-0087 and NSS-0091.

Primary Containment, 2" level
Dose rates on Level 2 vary 0.1-3 mR/hour. Highest reading is forward starboard
near steam drum. No radiological contamination was found. See survey number
NSS-0084.
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Primary Containment, 3 level
Dose rates on Level 3 vary 0.1-10 mR/hour. Highest reading is aft starboard near
U-tube steam generator. Radiological contamination was detected up to
300 dpm/100cm? in two locations. See survey number NSS-0085.

Primary Containment, 3™ level, area over U-tube steam generators
Starboard steam generator dose rate between down-comers was 24 mR/hour. Port
steam generator dose rate between down-comers was 35 mR/hour. Radiological
contamination was detected ~150—~650 dpm/100 cm? in six locations between the
down-comers on the U tube steam generator, starboard side. See survey number
NSS-0089.

Primary Containment, 4" level
General area dose rate was 1-3 mR/hour. No radiological contamination was
found. See survey number NSS-0082.

Primary Containment, 3™ level, opening primary system of steam generator
Port and starboard generators were opened. Unexpectedly, both had significant
water in them, which was not indicated to be the case when the plant was originally

dewatered.
Dose rates Starboard steam generator Port steam generator
(mR/hour) (mR/hour)
Outside inner cover seal 32 34
At opening plane 45 NA
At mid plenum 275 344
At tube sheet 525 812
Survey number NSS-0096 Survey number NSS-0097

Contamination levels Starboard steam g%nerator Port steam genezrator
(dpm/100cm®) (dpm/100cm®)

Inside, top of plenum 14,798 22,000
Inside, left of access 13,183 6,096
opening

Inside, right/below of 51,682 4,144
access opening

Plenum tube sheet 166,730 378,673

Inside surface of SS 10,211 7,654
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cover seal

Survey number NSS-0096 Survey number NSS-0097

Surveys after work was performed showed smearable radiological contamination of
<500 dpm/100cm? in work areas. This is well below the regulatory limit of
1000 dpm/100cm?.

From the RPV dose rate information taken at the RPV external wall near the core mid-
height location, the following is known. The actual reading of 7 mR/hour that is about an
order of magnitude lower than expected is attributable to the residual Co-60, which was
estimated from previous analytical analysis to be 1108 curies distributed throughout the
internals and structural components of the RPV. Though other nuclides are known to
reside in the RPV, only the gamma radiation from Co-60 (1.17 and 1.32 MeV) are
sufficiently energetic to penetrate the thermal shields, core barrel, and RPV wall
resulting in measurable doses above background external to the RPV.

An estimate of dose rate at the exterior of the vessel was made using a point source

approximation along the centerline of the vessel at mid-core height as outlined in

Appendix B. This analysis gave a dose rate of 85 mR/hour. The higher estimated versus

measured dose suggests an overprediction of the total RPV curie content in the original

analysis. The difference between measured and calculated is likely attributable to one

or more of the following factors:

e overprediction of thermal neutron flux in the core internals

e use of high natural cobalt (Co-59) content (0.141%) for analysis (maximum ASTM
values)

e underprediction of Co-60 gamma shielding/absorption by the heterogeneous
arrangement of core internals and structural components that tend to depress
neutron flux during normal operation.

5A.7 Air Samples

To reduce the time project members spent wearing respirators and to protect them from
potential inhalation of radiological material, air samples were taken on initial entry into
radiological areas and during evolutions with potential radiological consequences. A
total of 11 air samples were taken. Locations are listed below.
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All of the air samples were heavy with radon when counted right after sample
acquisition. All samples required several counting periods with the last count in excess
of 72 hours to thoroughly demonstrate the lack of any airborne radioactivity other then
radon. This resulted in excess respirator time for some of the project members. Refer to
Appendix H for respiratory protection discussion.

After the last count for each air sample was completed, all samples showed negative for
airborne radioactivity. See Appendix C for individual air sample data.

Air sample locations:

e Cold Chemistry Lab, initial

e Access to Secondary Containment

e Charge Pump Room starboard

e Airlock for Primary Containment

e Primary Containment, 1% level

e Charge Pump Room, follow-up

e Cold Water Chemistry Lab, follow-up
e Primary Containment, 2" Jevel

e Secondary Containment, lower level
e Primary Containment, 4th level

e Primary Containment, 3" level at port U-tube steam generator access hatch

6. ENVIRONMENTAL CHARACTERIZATION (HAZMAT)
6A. SCOPE

The objective of the NSS hazardous materials characterization program was to support
MARAD in its decommissioning planning, cost estimating, radiological engineering, and
scheduling efforts. To this end, hazardous materials (e.g., PCBs, lead, asbestos, etc.),
which potentially may impact the decommissioning activities and/or downstream waste
management will be identified. Under this scope, hazardous materials associated with
fixed surfaces on the ship were surveyed and identified in both radiological and non-
radiological spaces on the vessel

Personnel used existing vessel data, visual surveys, and sample collection/chemical
analysis as part of the hazardous material characterization effort. All efforts were
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conducted in a manner consistent with the Characterization Plan and specified
elements of Quality Assurance Project Plan. Prior to the sampling effort, personnel
reviewed available details of the vessel’s infrastructure and operational equipment for
potential sources, amounts, and relative hazards of potential contaminants. Target
sampling items and locations were indexed and located on vessel schematics.

6A.1 Asbestos-Containing Material

Using available information and visual surveys, potential asbestos-containing materials
(ACM) were identified, indexed, and mapped. This effort took place within both the
radiological and non-radiological parts of the ship. Within the radiological spaces,
samples of potential ACM were collected, mapped, and photographed. These samples
were analyzed by an off-site laboratory (Aerosol Monitoring and Analysis, Lanham, Md.)
to identify asbestos content. Within non-radiological spaces, representative samples of
potential ACM were acquired, mapped, and photographed. These samples were placed
in labeled bags and left aboard the ship for potential future analysis, as necessary.

Subsequent to the receipt of analytical results of samples collected from the radiological
areas of the ship, quantities of ACM were estimated based on observations, data, and
available maps of the ship. Personnel did not revisit the ship subsequent to the receipt
of the analytical data to develop more accurate estimates of ACM quantities on those
surfaces that tested positive for asbestos (i.e., Chrysotile or Amosite).

6A.2 Lead-Based Paint

The lead-based paint (LBP) testing was performed with a Radiation Monitoring Device
(RMD) Model LPA-1 X-ray fluorescence analyzer (XRF). The XRF contains a small
radioactive (cobalt-57) source, which emits radiation when pressed against a surface
and the trigger is depressed. If the paint contains lead, the radiation stimulates the lead
atoms to emit characteristic X-rays, which are sensed by a detector in the unit. The XRF
then converts these signals to a final reading in milligrams per square centimeter. The
LPA-1 XRF is capable of achieving a 95% confidence level in readings to a depth of
3/8-inch.

Calibration of the RMD LPA-1 was conducted in accordance with the manufacturer’s
instructions. Prior to obtaining readings from suspect surfaces, three calibration
readings were collected on a National Institute of Technology (NIST) Level lll Standard
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Reference Material paint film. The LAP-1 must calibrate to 1.0 mg/cm? with a tolerance
of +0.3 mg/cm? for the average of the three readings. If the calibration readings fell
outside of this range, the equipment was rechecked and recalibrated before use.

For this survey, the XRF was set to a default value of 1.0 mg of lead per square
centimeter of surface area tested. The Virginia Lead-Based Paint Activities Regulations,
18 VAC, 15-30-20, defines a lead-containing substance as any coating, paint, plaster, or
surface encapsulation material containing greater than or equal to 1.0 mg/cm? of lead.

6A.3 Liquids

The location of equipment and tanks which potentially contain fuels, lubricants, and
coolants were identified and noted on vessel schematics, and an index was compiled.
Samples of liquids identified on the ship were collected for material characterization to
assist in future decommissioning activities. This effort included both aqueous samples
and oils. Samples from the non-radiological portion of the ship were labeled and left on
the vessel for potential future analysis. Liquid samples from the radiological areas of the
ship were transferred to a WPI-approved vendor for analytical testing.

6A.4 PCBs

Electrical equipment that potentially contains PCB-containing dielectric and electrical
conduit was identified through review of vessel information and visual survey.

6A.5 Mercury

As part of the hazardous materials characterization, thermometers and switches were
inspected in an effort to determine whether they potentially contained mercury. As these
units were sealed, no samples were collected.

6B. RESULTS

Results of the hazardous materials characterization of the NS Savannah are presented
below. With the exception of lead-based paint testing, the multimedia samples collected
from the non-radiological areas of the ship were not analyzed. Those samples, which
were collected, were transferred to MARAD for potential future analysis. These
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samples from the non-radiological spaces were not within the scope of the project. The
samples were gathered for future analysis if desired.

Table 6B-1 provides an analytical summary of the results of the water and oil samples

obtained in the radiological spaces.

Table 6B-1
Radiological Spaces Liquid Sample Summary
Secondary | Secondary Primary Stabilizer Stabili
. . . abilizer
Sample ID | Units Conéalnment Containment Contalnm_ent Rooms_ ROOMS
ump Sump (hydraulic |(hydraulic (lube oil)
(oil) (water) oil) oil)
Metals
Cadmium |mg/L NA 0.02 NA NA NA
Chromium | mg/L NA 0.3 NA NA NA
Mercury mg/L NA 0.00027 NA NA NA
Lead mg/L NA 0.5 NA NA NA
PCBs
Aroclor mg/kg 76 NA 1180 28 BQL*
1016
Aroclor mg/kg 197 NA 430 12 BQL*
1260
Total mg/kg 107 NA 242 73 BQL*
halogens

*BQL = below the quantification limit.

6B.1 Asbestos-Containing Materials

To asses the asbestos content of materials on the ship, samples of potential ACM were
collected from both the radiological and non-radiological areas. Samples collected from
the radiological sections of the ship were submitted to Aerosol Monitoring & Analysis,
Inc. (AMA) for analysis. Samples collected from the non-radiological areas of the ship
were secured in labeled zip-lock bags, documented on field log sheets, and stored in a
box on the vessel for potential future analyses, as determined by MARAD.

Asbestos samples were collected using appropriate coring devices and proper wetting
techniques to minimize potential fiber release. Average sample size was approximately
0.5 x 0.5 inches. The samples were placed in sealed bags and labeled with a unique
sample identification number (ID). All sample locations were encapsulated using duct
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tape and labeled with the appropriate sample ID Number. Sample locations were
recorded on the arrangement drawings, and a digital photograph of each sample was
taken. Sample location maps and the photographic documentation are presented in
Appendix | and Appendix J, respectively.

Three bulk samples of each homogeneous material were taken. Samples taken from
the non-radiological areas of the ship were provided to MARAD for cataloging purposes
and potential future analysis. Samples taken from the radiological areas were analyzed
via polarized-light microscopy (PLM) by AMA. A material that contains >1% asbestos is
considered an ACM. A material is not considered to be an ACM if the three samples of
the homogeneous material contain <1% asbestos. Field datasheets and sampling
results are given in Appendix K and Appendix L, respectively. Most of the samples
analyzed from the radiological areas of the vessel contained asbestos (i.e., both
Chrysotile and Amosite). Subsequent to receipt of the laboratory data, personnel
estimated quantities of ACM from the radiological areas of the ship. This rough estimate
was based on observations made during sample collection and room dimensions
obtained from vessel maps. Personnel did not revisit the ship subsequent to receipt of
the lab data to refine these estimates of ACM quantities. The listed estimates in
Appendix L are rough orders of magnitudes.

In addition to sample collection logs and diagrams of each deck showing the location of
each ACM sample, photographs of all the sample locations were obtained. These
photographs are included in Appendix J.

6B.2 Lead-Based Paint

On-site XRF technology was employed for rapid lead content quantification in paints
throughout the vessel. Representative locations were analyzed to quantify lead content
in real-time using XRF techniques. Excluding calibrations, 523 readings on the
accessible painted interior and exterior surfaces of the NS Savannah were collected.
WPI was assisted in this task by ERM and AMA of Lanham, Md.

Of the 523 readings, 57 were >1.0 mg/cm?. As noted previously, this is the value at
which the state of Virginia classifies materials as “lead-containing.” Results for each
measurement taken during the screening can be found in the field forms attached in
Appendix M. In addition, Tables 1 and 2 within Appendix M summarize the positive
analytical readings collected in the radiological and non-radiological areas of the ship,
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respectively. Tables 1 and 2 in Appendix M also summarize the analytical results
obtained from paint chips collected on the ship and analyzed at the AMA laboratory for
quality control purposes. Selected photographs of the lead-based sampling effort
throughout the ship are presented in Appendix N.

6B.3 Liquids

As part of the ship characterization effort, liquids that remain in the radiological and non-
radiological areas of the boat were sampled for characterization. Samples were
collected using a dedicated plastic bellows-type sampler and placed in laboratory
supplied bottleware. Once collected, the samples were sealed in zip-lock bags and
placed in a cooler with ice. Liquids collected from the radiological areas of the boat were
analyzed by Froehling & Robertson (F&R), a Virginia-certified environmental laboratory
located in Richmond. Liquid samples collected from the non-radiological areas of the
boat were documented and placed in a cooler that remained on the ship for analysis at
a later time, if desired.

Samples collected from the non-radiological areas of the ship include hydraulic oils from
the winches and steering gear, and lubricating oils from the boat emergency generator.
Liquid samples collected from the radiological area included water and oil from the
sump in the lower Secondary Containment area, hydraulic oil from the Primary
Containment area, and lube oil and hydraulic oil collected from the ship stabilizer
compartments. These samples were analyzed to assist in the characterization of these
materials for the purpose of future disposal options by a decommissioning contractor.

Oils were analyzed for total halogen content and PCBs, and the water sample was
analyzed for volatile organic compounds (VOCs), semivolatile organic compounds
(SVOCs), and metals. Analytical results for the liquid samples collected from the
radiological areas of the boat were analyzed, and the results are included in
Appendix O. Halogens and PCBs were detected in the Secondary Containment sump
oil, Primary Containment hydraulic oil (oil from control rod drive mechanisms), and
Stabilizer Room hydraulic oil. Metals were detected in the Secondary Containment
sump water. It should be noted that volumetric estimates of the liquid samples could not
be obtained, as the size of the liquid containment for the various liquids was not
discernable.
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6B.4 PCBs

In addition to the liquid oil samples collected for PCB analysis, power transformers on
the ship were inspected to evaluate PCB content. According to personnel
knowledgeable about historic ship operations, power transformers on the boat were all
dry-type transformers. The vessel was checked for liquid-containing transformers by
those involved with the characterization and none were found. However, based on the
date of ship construction, it is likely that capacitors in the fluorescent light ballasts
present throughout the ship contain small quantities of PCBs. These ballasts ended
using PCBs content in 1978. Samples of light ballasts and electrical wiring were not
collected for analytical testing as part of the characterization.

Polychlorinated Biphenyls (PCBs) are a concern for ships of the SAVANNAH’s vintage.
WPI characterized several liquids but the description of the non-liquid items that may
contain PCBs was a bit brief. Section 6A.4 provides general information related to
dielectric and electrical conduit, but you should be aware that PCBs may also be in paint
coatings as well as other non-liquid media.

Painted surfaces that contain > 50ppm PCBs may not be torch cut. Combustion of
PCBs is prohibited per 40 CFR 761.50. If the decommissioning entails the cutting of
painted surfaces, the paint should be analyzed for PCBs or presumed to contain
regulated concentrations. “Regulated” painted surfaces must be mechanically removed
at and around the burn line to prevent heating of the paint.

The reader should be aware that PCBs may be found in non-liquid media aboard the
vessel. “High probability” non-liquid media includes: electrical cable, ventilation
gaskets, grease, rubber applications such as electrical channel rubber and pipe hanger
liners, adhesives, and caulking/grouting. If these items are removed during the
decommissioning, they must be handled and disposed of in accordance with 40 CFR
761 et seq.

6B.5 Mercury

As part of the hazardous materials characterization, thermometers and switches
throughout the ship were inspected in an effort to determine the potential presence of
mercury-containing materials. Based on the inspection, and in accordance with WPI
sources knowledgeable of the ship, no mercury-containing thermometers or switches
were documented on the boat. Visual observations of the thermometers did not suggest
that any thermometers contained mercury. Based on the year of construction and years
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of operation, it is possible that some fluorescent light bulbs on the vessel contain
mercury.

7. QUALITY ASSURANCE

The characterization effort was performed in accordance with the Quality Assurance
Project Plan. WPI's Nuclear QA program was applied to data/sample management,
vendor analyses, and instrument calibration/use. Project implementing procedures were
developed and followed during the implementation of the project.

8. SERAT REPORT

Thomas Jefferson National Accelerator Facility (Jefferson Lab) entered into an
agreement with the MARAD to provide support for the SERAT. Commensurate with its
role of health physics support for Savannah Emergency Response Assessment Team
(SERAT) efforts, Jefferson Lab conducted a series of measurements to confirm the
primary nuclides of concern remaining in the reactor systems of the NSS. The report
detailing these findings is contained in Appendix P.
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Appendix A
Key Personnel Biographies

R. Jon Stouky Project Manager

Mr. Stouky has over 44 years of experience in nuclear-related activities, including
decommissioning, waste management, spent fuel, safety, and risk assessment.
Currently, he is WPI's Senior Vice President, Energy Services and is responsible for
managing the nuclear field services lines. Previously, Mr. Stouky was the owner and
president of a company focused on nuclear decommissioning services, as well as being
the president and chief operating officer of a nationally known nuclear waste
management and disposal company.

Mr. Stouky managed the radiological and non-radiological support for the
characterization program on the U.S. Army Nuclear Barge STURGIS. He also served as
the Project Manager for the contractor engineering support services for the STURGIS in
the Panama Canal Zone and preliminary decommissioning efforts. Mr. Stouky has
served in several capacities on the N/S SAVANNAH shore and shipboard staff dating
back to 1961.

Mr. Stouky has specific expertise in decommissioning, maintenance, and operational
aspects of nuclear power plant management, including spent nuclear fuel handling and
storage and waste processing. In addition, he has developed techniques and tools for
the processing of irradiated and contaminated equipment/components. Recently, Mr.
Stouky has been involved in reviewing and recommending options to a nuclear utility
company regarding the development of an Interim Spent Fuel Storage Installation
(ISFSI) and the selection of an appropriate spent fuel storage container.

Patsy Hosner QA Manager

Ms. Hosner has over 20 years of experience in quality assurance and communications.
She has developed, implemented, and managed the WPI Nuclear Quality Assurance
(NQA) program used by WPI following the guidance of NQA-1, Quality Assurance
Requirements for Nuclear Facility Applications, which complies with NRC requirements.
Her responsibilities include developing and maintaining the NQA documentation system
(e.g., manual and implementing procedures), developing and maintaining NQA online
training, and NQA auditing.
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John Bowen Project Engineer

Mr. Bowen has over 22 years of experience in the nuclear industry with a focus on
decommissioning, spent fuel project management and engineering, spent fuel
storage/transport systems design and fabrication, reactor vessel engineering issues,
and project management and engineering for nuclear power plant systems startup,
installation and maintenance. He currently serves as WPI's Chief Engineer, Nuclear
Services.

He has been a project manager for the design, testing, NRC licensing, fabrication, and
delivery of a spent fuel dry storage/transport system, including ISFSI design.
Additionally, he was involved the fabrication and delivery of a spent fuel management
system (dry storage and transportation) with primary interface responsibility for all
customer fabrication concerns, questions and managing various fabrication vendors.

Mr. Bowen has extensive nuclear operations experience and held a Senior Reactor
Operator certificate for a commercial power plant. In addition, he was intimately involved
with several commercial nuclear power plant initial power ascension test programs in
both the start-up coordinator and test director positions. He was involved and
coordinated major power plant modifications and outages.

Richard Ranellone, P.E. Nuclear Engineer

Mr. Ranellone has over 34 years of experience in decommissioning engineering, project
management, and technology development. He has supervised up to 50 engineers on
design/technology development projects. Mr. Ranellone is knowledgeable of all nuclear
power systems, including fuel cycles, disposition of nuclear waste, safeguards and
health physics. He has a masters degree in nuclear engineering and is a registered
professional engineer.

Mr. Ranellone provided health physics and technical assistance in the radiological and
non-radiological characterization of the STURGIS. He also provided services in the
selection of sampling points and the equipment used in the analysis. Mr. Ranellone has
managed U. S. Department of Energy and commercial programs, including nuclear
facilities design, maintenance and characterization, depleted uranium disposition,
decontamination and decommissioning, waste management, spent nuclear fuel
handling/storage/transportation, and radioactive metal recycle.
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Franco Godoy Environmental Management

Mr. Godoy, a chemical engineer with over 20 years of experience as an environmental
R&D, systems, and consulting engineer, provides the team with life-cycle plant design
and operations environmental support. His experience base spans environmental
support throughout the process development and design phases, planning and
permitting, through operation and closure. Mr. Godoy’s experience includes heavy
industry, manufacturing, and transportation sectors with representative clients including
General Dynamics, Northrup, Lockheed, Rockwell, McDonnell Douglas, Morton Thiokol,
General Electric, and Norfolk Southern. His background includes work as a
process/systems engineer involved in scale-up of pilot processes and included
characterization of materials and wastes to facilitate optimal management/control. He
brings an extensive background in hazardous material/waste management in the areas
of characterization, control, and regulatory/reporting requirements. He has provided
support to both industry and regulatory agencies in the development and/or review of
emissions, discharges, and waste management permitting. Mr. Godoy has also been
instrumental in the development and implementation of facility and enterprise-wide
environmental management systems.

Robert Pennock Radiological Operations

Mr. Pennock is a qualified health physicist with 25 years of experience in field and
laboratory operations. He has provided services both as a consultant and a direct utility
employee in the areas of training, HP management, supervision, industrial hygiene, and
safety. In addition, he has worked as a technician on the radiological and non-
radiological characterization of a nuclear facility. Mr. Pennock has developed and
implemented employee training and ALARA programs. He has also extensive
experience in industrial hygiene program development and management.

Loman Scott Lead Technician

Mr. Scott is a retired municipal employee who has provided mechanical and electrical
services to contractor’s facilities, tooling, access to spaces, as well as sampling services
in the characterization of the STURGIS. He also assisted in radiological and non-
radiological services and was trained/qualified to JRRF requirements.
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Appendix B
Radiological Calculations and Calibrations

REACTOR PRESSURE VESSEL EXTERNAL DOSE RATE

A gamma dose rate measurement was taken at the Reactor Pressure Vessel (RPV)
external wall near the core mid-height location. The reading was 7 mR/hour, as
measured on inside wall of the Neutron Shield Tank. This dose is attributable to the
residual Co-60, which was estimated from previous analytical analysis to be 1108 curies
distributed throughout the internals and structural components of the RPV. Though
other nuclides are known to reside in the RPV, only the gamma rays from Co-60 (1.17
and 1.32 MeV) are sufficiently energetic to penetrate the thermal shields and RPV wall,
resulting in measurable doses above background external to the vessel.

Other isotopes within the RPV that contribute to the total curie content include Ni-59 and
Ni-63 with trace amounts of Fe-55, C-14, and Nb-94. Ni-59 decays by electron capture
and emits K-shell X-rays with a maximum energy of 8 keV. The large attenuation
coefficients in stainless and carbon steel resulting from the photoelectric effect for these
low energy photons would preclude their contribution to dose rates external to the
vessel. Ni-63 decays by beta emission with an average beta energy of 17 keV. Even if it
is conservatively assumed that all beta energies are converted to radiation by
deceleration in the electric field of a nucleus (bremsstahlung), as with Ni-59, the emitted
photons would not penetrate the vessel wall.

In addition, the carbon steel RPV contains no natural nickel or cobalt that would have
been activated during reactor operation. Previous calculations also showed that the thin
stainless steel liner on the interior of the vessel contributes negligible activity to the
current internal curie content.

The distribution of Co-60 activation in the RPV is heterogeneous, being dependent on
stainless steel location, geometry, and neutron thermal flux profiles in the reactor during
operation. The core basket and upper and lower transition nozzles comprise over 80%
of the total Co-60 curie content in the vessel. The core barrel and inner and outer shield
are intended to reduce the total neutron fluence on the RPV wall, thereby limiting
degradation of the vessel’s ability to endure abnormal transients.
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An estimate of dose rate at the exterior of the RPV was made using a point source
approximation located at the centerline of the vessel at the core mid-height. Though all
internals and structural components provide some absorption and attenuation of Co-60
gamma photons, primarily through Compton scattering, shielding credit was taken only
for the inner and outer shield, core barrel, RPV wall and steel annulus external to the
RPV where the dose measurement was taken.

The following formula was used to estimate the exposure rate from a point that emits
gamma rays:

D (R/hour) = 0.5 CE/?

where

C = activity in curies = 1108 curies from previous analysis,

E = gammaenergyin MeV = 1.17 MeV + 1.32 MeV = 2.49 MeV,
(Note: Co-60 emits two gamma rays in over 99% of its disintegrations)

r = distance from point source in meters = 1.12 m,

Do, = 1108 R/hour.

Using this quantity for the gamma flux incident on the slab shield formed by the inner
and outer shield, core barrel, RPV wall and steel annulus for insulation containment, the
exposure dose external to the RPV was calculated using the formula for uncollided
gamma flux multiplied by a suitable buildup factor:

D (measurement point)/D, = B(E, pt) e™ |

where

M = energy-dependent linear attenuation coefficient for steel = 0.395 /cm,

t = thickness of shield material between reference point and measurement point =
9.82 cm,

B = buildup factor dependent on gamma energy (E) and relaxation lengths (pt)= 10.

Substituting these values in the above equation and solving for D:

D = 85 mR/hour .
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CRUD ANALYSIS

Smears of the interior piping of the primary system were taken at the entrance to the
port and starboard side steam generators by removing access covers. A total of five
smear samples was obtained from inlet of each steam generator hot leg, including three
in the vicinity of the access cover, one on the interior of the access cover, and one at

the tube sheet entrance. The principal isotope in the crud was confirmed to be Co-60
through use of gamma spectroscopy.

All 10 smears were counted on the Ludlum 2929 counter (#2). The smear taken at the
port side tube sheet had a count rate 2.3 higher than any of the other nine smears and

was used for crud analysis.

Net count rate = 78,764 counts per minute (cpm)
Counter efficiency = 20.8%

All smears were assumed to be 100 cm? so the activity level in disintegrations per
second (dps) is:

78,764/0.208 = 378,673 dpm/1000m2 x 60 sec/min = 6311 dps/100 cm? .
1 curie = 3.7E10 dps .
Activity = 6311 dps/100 cm? x 3.7E10 = 1.71E-9 C/cm? .

Assuming this crud concentration to be uniformly distributed over the interior surface of
the reactor pressure vessel:

Reactor Pressure Vessel dimensions = 27 ft. H x 8ft. D .
Surface area = 6.79E2 ft* x 9.29E2 cm?/ft* = 6.30E5 cm? .

Activity = (1.71E-9 C/cm?) x (6.30E5cm?) = 1.08E-3C ~1mC .

This is a negligible quantity compared to the total estimated activity level in the pressure
vessel of 4066 curies.
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Smear/Air Sample Counting
LLD, MDA, and Activity Determinations

Each counter's average background count rate was determined and source efficiency
tests performed. Background and source counts were based on a series of 20-minute
counts. Results were as follows:

Counter #1
Alpha Beta
Background | Efficiency |Background | Efficiency
0.325 cpm |33.6% 39.2 cpm 25.2%
Counter #2

Alpha Beta
Background | Efficiency |Background | Efficiency
0.525 cpm | 31.2% 42.15 cpm |20.8%

Lower limit of detection (LLD) (also referred to as net minimum detectable count rate
[MDCRY]) and minimum detectable activity (MDA) calculations were performed for
several counting times based on NUREG/CR-4007.

LLD (net cpm) = 2.71+ (3.29)/ Ry (ts) (ts + tg) MDA (dpm) = LLD
/ tr Eff.
ts
where:
R, = background count rate (cpm),
ts = background count time (min),
ts = sample count time (min).

Gross minimum detectable counts were determined for each count time by the following
formula.

MDC = ts [net MDCR (cpm) + background (cpm)]

For air samples of 100 ft* volume, MDA concentration in uCi/cc were calculated for
appropriate counting times using the following formula:
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(2.22E6 dpm) (100 f%) (28.32 L) 1000 cc

Results for all the above calculations for each counter are tabulated in the following
charts.

Counter # 1 (Serial #102001)
Alpha Beta
Count time (minute) Net MDCR
Count Net Gross | MDA Air Net Gross | MDA | Air MDA**
time MDCR | MDC | (dpm) | MDA** | MDCR | MDC | (dpm) | (uCilcc)
(minutes) | (cpm) (uCilce) | (cpm)

60 0.529 51 157 | 25 535 | 2673 | 212 | 34E™
30 0.632 28 188 | 299™| 6.03 | 1357 | 239 | 3.8
10 0.997 13 | 2.97 | 47E 8.2 474 | 325 | 52E

1 4.63 5 |13.78 - 23.8 63 | 944 | 15E™

0.5 8.1 4 |24.1 - 34.9 37 | 139 -

** For 100-ft> samples only.
Counter #2 (Serial #160019)
Alpha Beta
Count time (minute) Net MDCR (cpm)
Count Net Gross | MDA Air Net Gross | MDA | Air MDA**
timein | MDCR | MDC | (dpm) | MDA** | MDCR | MDC | (dpm) pCil/ce
(minutes) | (cpm) (uCilcec) | (cpm)

60 0.66 71 212 | 3.36E™| 556 | 2862 | 26.7 | 4.25E"
30 0.779 39 250 | 3.97E™| 6.26 | 1452 | 30.1 4.79E"
10 1.19 17 381 | 6.07E™| 854 | 506 | 41.1 6.53E"°

1 5.15 6 | 16.52 - 24.6 66 | 118 1.88E™"

05 | 88 4 | 283 - 36 39 | 173 -

** For 100-ft° samples only.

Smear Activity Determination

When count rates exceed LLD values, smear activity is determined as follows.

Activity (dpm) = net cpm
Eff

Where net cpm = gross count — background cpm

count time

Values for LLD and smear scanning trigger levels are tabulated below.
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Beta counts

1-minute count

30-second count

Gross count Activity Gross count Activity
(dpm) (dpm)
63 95 (MDA) 37 139 (MDA)
165 500 82 500
291 1000 145 1000

Alpha counts

1-minute count

30-second count

Gross count Activity Gross count Activity
(dpm) (dpm)
) 14 (MDA) 4 24 (MDA)
! 20 16 100
33 100 - i
Counter #2

Beta counts

1-minute count

30-second count

Gross count Activity Gross count Activity
(dpm) (dpm)
66 118 (MDA) 39 173 (MDA)
250 1000 125 1000

Alpha counts

1-minute count

30-second count

Gross count Activity Gross count Activity
(dpm) (dpm)
5 16 (MDA) 4 28 (MDA)
© 20 15 100
31 100 - _
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Air Sample Activity Determinations
When count rates exceed LLD values, air sample activity is determined as follows:

Activity (uCi/cc) = net cpm 1 uCi
Eff 2.22E6 dpm volume (cc)

For 100-ft* (2.832E°-cc) air samples, the net count rate can be inserted into the
following instrument-specific equations as applicable.

Counter #1
Alpha airborne activity (uCi/cc) = (netcpm) x (4.73E™).
Beta airborne activity (uCi/cc) = (net cpm) x (6.31E™").

Counter #2
Alpha airborne activity (uCi/cc) = (net cpm) x (5.1E™).
Beta airborne activity (uCi/cc) = (net cpm) x (7.65E™"3).

Instrument Calibration and Use Logs are attached to this appendix.
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CALIBRATION
CERTIFICATE
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludlum s
Address: 628 Gallaher Rd Kingston, TN 37763 ! Model: 19 Serial Number: 95469 ¢~
Contact Name: Thomas F. Scott Probe: N/A Serial Number: N/A
Customer Purchase Work Order Calibration Method:
Order Number: N/A Number: 2005-02653 Electronic And Source
INSTRUMENT CALIBRATION INFORMATION
Instrument
Range Calibration Standard Tolerances Response Comments
(uR/hr) Value (nR/hr) AsFound | AsLeft | Calibrated in accordance with
(pR/hr) (uR/hr) CP-IN-W]-211 Rev 1
5000 4000 pR/hr 3600 - 4400 *N/A 3800 Pulser: 101500 Cal Due: 09/24/05
Black 2500 pR/hr 2250 - 2750 *N/A 2500 D-812: 2816 Cal Due: 04/15/05
1000 pR/hr 900 - 1100 *N/A 1000 DVM: TW12663 Cal Due: 03/22/05
400 pR/hr 360 - 440 *N/A 390 DTH-1A: 100799 Cal Due: 11/11/05
500
Black 256 uR/hr 225-275 N/A 250
100 pR/hr 90-110 *N/A 100 Temp: 20.5°C Humidity: 31%
Input cpm = 32,600 180 - 220 *N/A 195 Pressure: 742mmHg
12123 Input cpm = 19,500 108 - 132 *N/A 120
Input cpm = 8,150 45-55 *N/A 50 Geotropism: SAT Over Range: SAT
Input cpm = 6,560 36-44 *N/A 39.5 Batteries: SAT Mech. Zero: SAT
Blsz?ck Input cpm = 4,090 225-275 *N/A 25 F/S Response: SAT  Audio: SAT
Input cpm = 1,440 9-11 *N/A 10 Light: SAT Precision Test: SAT
Input cpm = 3,260 18 -22 *N/A 19.5 Source: Cs-137 049711 Cert. Date: 04/09/04
25 = " High Voltage
Red Input cpm = 1,956 10.8-13.2 N/A 12 As Found: 800V As Left: 725V
Input cpm = 815 45-55 *N/A 5 cpm/pR/hr: As Found: 192 As Left: 163
COMMENTS

Special Remarks: High Voltage: 725Volts
* All As Founds off by more than 20% due to HV being set outside of correct plateau voltage setting.

cpm/puR/hr: 163

STATEMENT OF CERTIFICATION

shipment or use of this instrument).

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We
further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred during

Instrument

Calibrated By:

Mol

Reviewed By:(

%/ Date: 5 /¢ Cid WSA/

Calibration Date: 03/18/05

Calibration Due: 03/18/06




LUDLUM 19 HIGH VOLTAGE PLATEAU DATA SHEET

Date: 03/18/05 Serial Number: 95469
High Voltage Background uR/hr
575 2 190
600 2 1600
625 3 2200
650 3 2900
675 4 3500
700 4 4100
725 (SET) 5 4600
750 6 4600
775 7 4900
800 9 offscale

* Source Geometry on contact with Detector-Cs137 #019455 @ 5uCi*

Performed By: M,L\u./;q,u.r Date:__3-18-05

Reviewed By: %«: @ﬁ Date: 3-8~ 25
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CALIBRATION
CERTIFICATE
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludlum
Address: 628 Gallaher Rd Kingston, TN 37763 Model: 19 Serial Number: 95499 .~
Contact Name: Thomas F. Scott Probe: N/A Serial Number: N/A
Customer Purchase Work Order Calibration Method:
Order Number: N/A Number: 2005-02653 Electronic And Source
L INSTRUMENT CALIBRATION INFORMATION
Instrument
Range Calibration Standard Tolerances Response Comments
(uR/hr) Value (uR/hr) As Found As Left Calibrated in accordance with
(uR/hr) (uR/hr) CP-IN-WI-211 Rev 1
5000 4000 pR/hr 3600 - 4400 3800 3800 Pulser: 101500 Cal Due: 09/24/05
Black 2500 pR/hr 2250 - 2750 2450 2450 D-812: 2816 Cal Due: 04/15/05
1000 pR/hr 900 - 1100 950 950 DVM: TW12663 Cal Due: 03/22/05
400 pR/hr 360 - 440 400 400 DTH-1A: 100799 Cal Due: 11/11/05
500
Black 250 uR/hr 225-275 250 250
100 pR/hr 90-110 105 105 Temp: 20.5°C Humidity: 31%
Input cpm = 40,000 180 -220 205 205 Pressure: 742mmHg
1222:: Input cpm = 24,000 108 - 132 120 120
Input cpm = 10,000 45-55 50 50 Geotropism: SAT Over Range: SAT
Input cpm = 7,880 36-44 40 40 Batteries: SAT Mech. Zero: SAT
Blss:)ck Input cpm = 4,990 22.5-275 25 25 F/S Response: SAT  Audio: SAT
Input cpm = 1,960 9-11 10 10 Light: SAT Precision Test: SAT
Input cpm = 4,000 18-22 20 20 Source: Cs-137 049711 Cert. Date: 04/09/04
25 = _ _High Voltage
Red Input cpm =2,400 108-13.2 12 12 As Found: 650V As Left: 650V
Input cpm = 1,000 45-55 5 5 cpm/pR/hr: As Found: 194 As Left: 200
COMMENTS
Special Remarks: High Voltage: 650Volts cpm/uR/hr: 200
. STATEMENT OF CERTIFICATION
We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We
further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred during
shipment or use of this instrument).
Instrument
Calibrated By: NA Q_._._L ) Reviewed By%m @M Date: 5-/6- 25
Calibration Date: 03/18/05 Calibration Due: 03/18/06%
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CALIBRATION
CERTIFICATE
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludium
Address: 628 Gallaher Rd Kingston, TN 37763 Model: 19 Serial Number: 42972 /
Contact Name: Thomas F. Scott Probe: N/A Serial Number: N/A
Customer Purchase Work Order Calibration Method:
Order Number: N/A Number: 2005-02653 Electronic And Source
INSTRUMENT CALIBRATION INFORMATION
Instrument
Range Calibration Standard Tolerances Response Comments
(uR/hr) Value (uR/hr) As Found As Left Calibrated in accordance with
(uR/hr) (uR/hr) CP-IN-WI-211 Rev 1
5000 4000 pR/br 3600 - 4400 3950 3950 Pulser: 101500 Cal Due: 09/24/05
Black 2500 pR/bhr 2250 - 2750 2500 2500 D-812: 2816 Cal Due: 04/15/05
1000 pR/hr 900 - 1100 1000 1000 DVM: TW12663 Cal Due: 03/22/05
400 pR/hr 360 - 440 410 380 DTH-1A: 100799 Cal Due: 11/11/05
500
Black 250 uR/hr 225-275 260 250
100 pR/hr 90-110 110 105 Temp: 20.5°C Humidity: 31%
Input cpm = 42,000 180 -220 200 200 Pressure: 742mmHg
250 Input cpm = 25,200 108 - 132 120 120
Red
Input cpm = 10,500 45-55 50 50 Geotropism: SAT Over Range: SAT
Input cpm = 8,450 36-44 40 40 Batteries: SAT Mech. Zero: SAT
Blss?ck Input cpm = 5,240 22.5-275 25 25 F/S Response: SAT  Audio: SAT
Input cpm = 2,070 9-11 10 10 Light: SAT Precision Test: SAT
Input cpm = 4,200 18-22 20 20 Source: Cs-137 049711 Cert. Date: 04/09/04
25 _ High Voltage
Red Input cpm = 2,520 10.8-13.2 12 12 As Found: 660V As Left: 660V
Input cpm = 1,050 45-55 5 5 cpm/pR/hr: As Found: 213 As Left: 210
COMMENTS
Special Remarks: High Voltage: 660Volts cpm/uR/hr: 210
STATEMENT OF CERTIFICATION
We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We
further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred during
shipment or use of this instrument).
Instrument
- ~—
Calibrated By: M (Q_,‘_._L Reviewed By: % W Date: 3 -/G-a5
Calibration Date: 03/18/05 Calibration Due: 03/18/06 /
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CALIBRATION
CERTIFICATE
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludlum
Address: 628 Gallaher Road, Kingston, TN 37763 Model: 12 Serial Number: 91037‘/
Contact Name: Thomas Scott Probe: 44-9+ | Serial Number: N/A
Contract/Task Work Order Calibration Method:
Number: N/A Number: 2005-02626 Electronic and Source
INSTRUMENT CALIBRATION INFORMATION
Instrument Response Comments
Instrument Range Calibration Standard Value Before After Calibrated in accordance with OEM Technical
Calibration Calibration | Manual
X1 100 100 100 Pulser: 101500 Cal Due: 09/24/05
X1 250 250 250 D-812: 2816 Cal Due: 04/15/05
X1 400 400 400 DTH-1A: 100799 Cal Due: 11/11/05
X10 1,000 1,000 1,000
X10 2,500 2,500 2,500 Temperature: 23.0 °C
- X1 4,600~ 4,000 - 4,000 Pressure: 738mmHg
X100 10,000 10,000 10,000 Humidity: 23%
X100 - - 25,000 - 25,000 25,000
X100 40,000 40,000 40,000
- - X 1000~ 100,060 - 100,000 100,000 Audio: SAT Batt. Check: SAT
X000 T 250,000 ~ 250,000 250,000 Fast/Slow: SAT Reset: SAT
X 1000 400,000 400,000 400,000 HV Pushbutton: SAT  Overange: SAT
EFFICIENCY DETERMINATION - - Geotropism: SAT
Instrument Range Source ID and Value Net cpm Efficiency |Background: 50cpm  Threshold: 35SmV
‘EFF X1 Tc-99#119720 at.2,562dpm 290 11.3%
EFF X10 Tc-9%119718 at 20,520dpm 2,600 12.7%
EFE.X100. Tc-994#109408 at 259,518dpm 29,950 11.5%
Average N/A N/A 1.8 E;::::l;ﬁ:;moo Scale for information only.
High Voltage 900V 897V 897V

STATEMENT OF CERTIFICATION

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We
further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred

during shipment or use of this instrument).

Instrument

3-s0-08 VvV

Reviewed By: ayyda f M Date:

Calibrated By: (\A.Au(E.u_LL

Calibration Due: 03/10/06 v

‘Calibration Date: 03/10/05
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CALIBRATION
CERTIFICATE

Duratek Instrument Services

628 Gallaher Road

Kingston, TN 37763

Phone: (865) 376-8337
Fax: (865) 376-8331

This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION

Customer Name: Duratek Instrument Services Manufacturer: Ludlum
Address: 628 Gallaher Road, Kingston, TN 37763 Model: 12 Serial Number: 75809 »~

Probe: 44-9¢ | Serial Number: N/A

Contact Name: Thomas Scott
Contract/Task Work Order Calibration Method:
Number: N/A Number: 2005-02626 Electronic and Source
INSTRUMENT CALIBRATION INFORMATION
Instrument Response Comments
Instrument Range Calibration Standard Value Before After Calibrated in accordance with OEM Technical
Calibration Calibration | Manual
X1 100 100 100 Pulser: 101500 Cal Due: 09/24/05
X1 250 250 250 D-812: 2816 Cal Due: 04/15/05
X1 400 400 400 DTH-1A: 100799 Cal Due: 11/11/05
X10 1,000 1,000 1,000
X10 2,500 2,500 2,500 Temperature: 23.0 °C
X10 4,000 4,000 4,000 Pressure: 738mmHg
X 100 10,000 10,000 10,000 Humidity: 23%
X100 25,000 25,000 25,000
X 100 40,000 40,000 40,000
X 1000 100,000 100,000 100,000 Audio: SAT Batt. Check: SAT
X 1000 250,000 250,000 250,000 Fast/Slow: SAT Reset: SAT
X 1000 400,000 400,000 400,000 HYV Pushbutton: SAT  Overange: SAT
EFFICIENCY DETERMINATION Geotropism: SAT
Instrument Range Source ID and Value Net cpm Efficiency | Background: 40cpm  Threshold: 36mV
EFF X1 Tc-99#119720 at 2,562dpm 305 11.9%
EFF X10 Tc-99#119718 at 20,520dpm 2,460 12.0%
EFF X100 Tc-99#109408 at 259,518dpm 29,460 11.4%
Average N/A NA 11.8% xl}l,f:eifh‘ifg?“m Scale for information only.
High Voltage 900V 901V 901V

STATEMENT OF CERTIFICATION

that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We

We Certify
further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred

during shipment or use of this instrument).

Instrument é-)
Calibrated By: M‘L\LZP»_L‘ Reviewed By: @;«m‘, -&4&&“ Date: F—70 ~Z5
v

Calibration Due: 03/10/06

Calibration Date: 03/10/05
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Duratek p
N CALIBRATION
' CERTIFICATE
Duratek Instrument Services /
628 Gallaher Road p
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludlum B
Address: 628 Gallaher Road, Kingston, TN 37763 Model: 3 Serial Number: 97416‘/
Contact Name: Thomas F. Scott Probe: 44-9/ Serial Number: N/A
Contract/Task Work Order Calibration Method:
Number: N/A Number: 200502626 Electronic and Source
INSTRUMENT CALIBRATION INFORMATION
Instrument Response Comments
Instrument Range Calibration Standard Value Before After Calibrated in accordance with
Calibration Calibration | CP-IN-WI-219, Rev.0.
Xo0.1 100 100 100 Pulser: 101500 Cal Due: 09/24/05
X0.1 250 250 250 DVM: TW12663 Cal Due: 03/22/05
X0.1 400 400 400 D-812: 2816 Cal Due: 04/15/05
X1 1,000 1,000 1,000 DTH-1A: 100799 Cal Due: 11/11/05
X1 2,500 2,500 2,500
X1 4,000 4,000 4,000 Temperature: 23.0°C
X10 10,000 10,000 10,000 Pressure: 738 mmHg
X10 25,000 25,000 25,000 Humidity: 23%
X10 40,000 40,000 40,000
X100 100,000 100,000 100,000 Audio: SAT Batt. Check: SAT
X100 250,000 250,000 250,000 Fast/Slow: SAT Reset: SAT
X100 400,000 400,000 400,000 Background: 40 cpm Threshold: 35mV
EFFICIENCY DETERMINATION* Overange: SAT
Instrument Range Source ID and Value Net cpm Efficiency * Efficiency determined ~ % “ from 45 mm disc.
EFF X1 Tc-99#119720 at 2,562dpm 260 10.1%
EFF X10 Tc-99#119718 at 20,520dpm 2,260 11.0%
EFF X100 Tc-99#109408 at 259,518dpm 29,460 11.4%
o Limited Use: X100 Scale for information only.
Average Efficiency N/A N/A Yo Use with 44-9.
High Voltage 900V (£5%) 202V 9202V
STATEMENT OF CERTIFICATION
We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We
further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred
during shipment or use of this instrument).
Instrument
Calibrated By: M;,\LJ(_Q»&L Reviewed By: ﬂ% W , Date: 3 70 - IS -
Calibration Date: 03/10/05 Calibration Due: 03/10/06
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CALIBRATION
CERTIFICATE
Juratek Instrument Services
328 Gallaher Road
ingston, TN 37763
>hone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Automess
Address: 628 Gallaher Road Kingston, TN. 37763 Model: 6112D Serial Number: 28991
Contact Name: Tom Scott Probe: N/A Serial Number: N/A
Contract/Task Work Order Calibration Method:
Number: N/A Number: N/A* Electronic and Source
INSTRUMENT CALIBRATION INFORMATION
Instrument . s Instrument
Range Desired Tolerance Response Comments
Before After . .
Calibration Calibration Timer: 02010806  Cal Due: 03/04/05
mR/hr DVM: TW12662 Cal Due: 03/08/05
mR/h 1 .80-1.20 1 1 D-812: 2816 Cal Due: 04/15/05
mR/h 40 32-48 42 40 DTH-1A: 100799  Cal Due: 11/11/05
mR/h 200 160-240 161 170 Sources Used:
mR/h 616 493-739 530 631 Cs137 019701 Cert. Date: 07/16/04
Cs137 019702 Cert. Date: 04/08/04
R/br Cs137 049711 Cert. Date: 04/09/04
R/ 1.88 1.50-2.26 21 1.9 Temp: 24.1°C  Humidity: 36 %
R/h 21.1 16.9-25.3 233 21.7 Pressure: 738 mmHg
**Per manufacturer manual, instrument
R/h 98 78.4-118 111 116 precision fs £20%.
R/h 360 288-432 390 344 Geotropism: N/A
R/h 720 576 - 864 806 700 Sensitivity Check: SAT
mR (Exposure Rate) Batteries: SAT
mR 10.2 82-123 11 11 Over Range: SAT
*Exposed to 616 mR/hr field for 60 seconds* Precision Test: SAT
High Voltage Digital Zero: SAT
HY #-600 vdc #-600 -546 -546 * Returned repaired from Eberline.
STATEMENT OF CERTIFICATION
We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We further
certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred during shipment
or use of this instrument).
Instrument _ .
Calibrated By: Reviewed By: /¢ ‘ Z @7 S Date: 5. gsTras—
Calibration Date: 02/14/65 Calibration Due: 02/14/06




WPI — Richmond Office

11 S. 12™ Street — Suite 210
Richmond, VA 23219

Tel: (804) 783-0183

Fax: (804) 783-0185

DBR-1 Reader Calibration Certificate

DBR-1 Reader Serial Number: 230011
ROM Version: , 1.02

RAM Version: 1.16.53
Calibration Plug Serial Number: 204024

Calibration Plug Calibration Date: 25Feb2005 / Battery Voltage: 8.9V/8.8V

The Calibration of the DBR-1 Reader was performed in accordance with DBR-1
User's Guide version 1.16, Section 3.4 entitled “Calibrating the DBR-1".

As-Found readings for the DBR-1 Reader were:

Parameter | Reading Tolerance Parameter Reading Tolerance
G -2 +/- 26 M 42 +/- 26
R 30 +/- 26 L 2 +/- 26
H 325 +/- 101 I 110 +/- 5001
As-Left readings for the DBR-1 Reader were:
Parameter | Reading Tolerance Parameter Reading Tolerance
G 0 +/- 26 M 0 +/- 26
R 0 +/- 26 L 0 +/- 26
H 12 +/- 101 I 110 +/- 5001

MARAD Contract # DTMA2P05133

Work Performed Ir;Zrdan ith WPI's Nuclear QA Manual
Calibrated by: . Date: Qgﬂ?aag'

“John Bowen

{ ( 77//4’47,44,07/

Robert Pennock

Reviewed by: Date: ’7/ -01 - 0%
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CALIBRATION
CERTIFICATE
Duratek [nstrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: WPI Manufacturer:  Radeco
Contact Name: John Bowen Model: H-810DC
Address: 2000 Kraft Drive, Suite 2100, Blacksburg, VA 24060 Serial Number: 0865
Contract/Task Number:  WP105-0079 | Work Order : 2005-02636 Calibration Method: Air Flow
. o | _ INSTRUMENT CALIBRATION INFORMATION
lnstrll(T‘;lll\;)Range Stan?&t;i\)’alue Tg:;;/l:)ee As Found As Left Comments
14-99 43 39-47 42 42 Barometer: 8029 Cal Due: 12/13/05
70 63-77 68 68 Thermometer: 8029 Cal Due: 12/13/05
93 82 -102 93 93 Venturi: 8029 Cal Due: 12/13/05
DTH-1A: 100799 Cal Due: 11/11/05
Temperature: 20.4 °C
Pressure: 739mmHg

Humidity:  32%

Previous Media: N/A

Current Media: Customer Provided Glass Fiber

Final Range: 14 -99 LPM

Calibrated IAW OEM

STATEMENT OF CERTIFICATION

shipment or use of theeTstroment).

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We
further certity that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible tor damage incurred during

Instrument

Calibrated By:

’

Reviewed By: Cé‘w ‘C‘—' M

Date: 3 -22-0<

Calibration Date: 03/

05

Calibration Due: 03/17/06




&5 Duratek

CALIBRATION
CERTIFICATE
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: WPI Manufacturer: Radeco
Contact Name: John Bowen Model: H-810DC
Address: 2000 Kraft Drive, Suite 2100, Blacksburg, VA 24060 Serial Number: 0864
Contract/Task Number:  WP105-0079 [Work Order : 2005-02636 Calibration Method: Air Flow
. e INSTRUMENT CALIBRATION INFORMATION
Instrument Range | Standard Value Tolerance
(LPM) (LPM) 10%) As Found As Left Comments
14-99 42 38-46 31 42 Barometer: 8029 Cal Due: 12/13/05
68 61-75 57 68 Thermometer: 8029 Cal Due: 12/13/05
89 80 - 98 82 89 Venturi: 8029 Cal Due: 12/13/05
DTH-1A: 100799 Cal Due: 11/11/05

Temperature:  20.4 °C
Pressure: 739mmHg
Humidity: 32%

Previous Media: N/A

Current Media: Customer Provided Glass Fiber

Final Range: 42 -89 LPM

Calibrated IAW OEM

STATEMENT OF CERTIFICATION

shipment or use of this instrument).

We Certity that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We
further certify that our Caltbration Measurements are traccable to the National Institute ot Standards and Technology. (We are not responsible tor damage incurred during

Instrument
Calibrated By:

Reviewed By: ~% G/M

Date: 3 -2Z2-025

Calibration Date: 03/¢7705

Calibration Due: 03/17/06
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CALIBRATION
CERTIFICATE
Page 1 of 2
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludlum
Address: 628 Gallaher Road, Kingston, TN 37763 Model: 2221 Serial Number: 197766 /
Contact Name: Tom Scott Probe: N/A Serial Number: N/A
Customer Purchase Order Work Order Calibration Method:
Number: N/A Number: 2004-02391 Electronic
INSTRUMENT CALIBRATION INFORMATION
Ratemeter Scaler
Response Calibration Time Tolerances Response
Instrument | Calibration Standard Standard Base (cpm)
Range Value CPM As Found As Left Value CPM (min) +10% As Found As Left
X1 100 100 100 1,000 CPM 1 90-110 99 99
X1 250 250 250 1,000 CPM 2 180 —220 200 200
X1 400 400 400 1,000 CPM 5 450 - 550 499 499
X10 1,000 1,000 1,000 1,000 CPM 1 900 - 1,100 994 994
X10 2,500 2,500 2,500 1,000 CPM 2 1.8K-2.2K 1,987 1,987
X10 4,000 4,000 4,000 1,000 CPM 5 4.5K-5.5K 4,987 4,987
X 100 10,000 10,000 10,000
X 100 25,000 25,000 25,000
X 100 40,000 40,000 40,000
X 1000 100,000 100,000 100,000
X 1000 250,000 250,000 250,000
X 1000 400,000 400,000 400,000
STATEMENT OF CERTIFICATION
We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We further
certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred during shipment or
use of this instrument).
Instrument /
Calibrated By: M%LJ_,‘ Reviewed By:\//\é'h/o’a T M Date: 27-/-0 V
Calibration Date: 12/07/04 ¥ Calibration Due: 12107/05 ¢




Page 2 of 2

Model: 2221 Serial Number: 197766
M&TE Environmental Conditions
Volt Meter Due Date: 03/08/05 | ID TW12662 D-812 Due Date: | 04/15/05 | ID: 2816
Pulser Due Date: 09/24/05 | ID 101500 DTH-1A Due Date: 11/1/05 | ID: 100799
Timer Due Date: 03/04/05 | ID 02010806 | Temp: 22.1°C Pressure: 736 mmHg Humidity: 54%
INSTRUMENT CALIBRATION INFORMATION
Special Test
Geotropism Sat () Unsat ( ) Hold Sat (/) Unsat ( )
BAT > 4.5 Sat () Unsat ( ) Volume Test Sat (v) Unsat ( )
Mechanical Zero Sat () Unsat ( ) Audio Divide Sat () Unsat ( )
Digital Zero Sat () Unsat ( ) Window Switch Sat (V) Unsat ( )
Count Sat (/) Unsat ( ) Lamp Sat () Unsat ( )
High Voltage Calibration
Voltage Toie;:/x:ce As Found As Left
400 392-408 404 404
1,000 980-1,020 1,001 1,001
1,500 1,470-1,530 1,501 1,501
1,900 1,862-1,932 1,900 1,900
Threshold/Gain Calibration (Desired Ratio _10 _ mV/100)
Input As Found Value As Found Ratio (mV/100) As Left Value As Left Ratio (mV/100)
10 96 10.4 96 10.4
20 203 9.9 203 9.9
30 309 9.7 309 9.7
40 411 9.7 411 9.7
Logmeter Scale Linearity Check
Input +20% Tolerance As Found As Left
LOG 400 320-480 400 400
LOG 4,000 3,200-4,800 4,000 4,000
LOG 40,000 32,000-48,000 40,000 40,000
LOG 400,000 320,000-480,000 400,000 400,000
COMMENTS

Calibrated in accordance with the OEM Technical Manual

Instrument

Calibrated By: NA ~‘\'—:¢L~,_L‘

Reviewed By: %‘7264 /7\&;/

Date: /2-’7’0(/

Calibration Date: 12/07/04

Calibration Due: 12/07/05
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CALIBRATION
CERTIFICATE
Page 10f2
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION INSTRUMENT INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludlum
Address: 628 Gallaher Road, Kingston, TN 37763 Model: 2221 Serial Number: 94954 /
Contact Name: Tom Scott Probe: N/A Serial Number: N/A
Customer Purchase Order Work Order Calibration Method:
Number: N/A Number: 2004-01977 Electronic
INSTRUMENT CALIBRATION INFORMATION
Ratemeter Scaler
Response Calibration | Time Tolerances Response
Instrument | Calibration Standard Standard Base (cpm)
Range Value CPM As Found As Left Value CPM (min) +10% As Found As Left
X1 100 100 100 1,000 CPM 1 90 - 110 98 98
X1 250 250 250 " 1,000 CPM 2 180 - 220 198 198
X1 400 400 400 1,000 CPM 5 450 - 550 494 494
X10 1,000 1,000 1,000 1,000 CPM 1 900 - 1,100 988 988
X10 2,500 2,500 2,500 1,000 CPM 2 1.8K-2.2K 1,975 1,975
X10 4,000 4,100 4,100 1,000 CPM 5 4.5K-5.5K 4,940 4,940
X 100 10,000 10,000 10,000
X 100 25,000 25,000 25,000
X 100 40,000 40,500 40,500
X 1000 100,000 100,000 100,000
X 1000 250,000 250,000 250,000
X 1000 400,000 400,000 400,000
STATEMENT OF CERTIFICATION
We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating specifications. We further
certify that our Calibration Measurements are traceable to the National Institute of Standards and Techmology. (We are not responsible for damage incurred during shipment or
use of this instrument).
Instrument
Calibrated By: NA. Fﬁ .\ " | Reviewed By:%m W patee HB-S-o0¢
Calibration Date: 08/05/04 / Calibration Due: 08/05/05 7~




Page 2 of 2

Model: 2221 Serial Number: 94954
M&TE Environmental Conditions
Volt Meter Due Date: 03/08/05 | ID TW12662 D-814 Due Date: | 10/22/04 | ID: 2525
Pulser Due Date: 09/18/04 | ID 101500 Psychron Due Date: | 02/10/05 | ID: 7480
Timer Due Date: 10/23/04 | ID 22226011 | Temp: 20.4°C Pressure: 738mmHg Humidity: 48%
INSTRUMENT CALIBRATION INFORMATION
Special Test
Geotropism Sat () Unsat ( ) Hold Sat (v) Unsat ( )
BAT > 4.5 Sat (V) Unsat ( ) Volume Test Sat () Unsat ( )
Mechanical Zero Sat (/) Unsat ( ) Audio Divide Sat () Unsat ( )
Digital Zero Sat (/) Unsat ( ) Window Switch Sat () Unsat ()
Count Sat () Unsat ( ) Lamp Sat (/) Unsat ()
High Voltage Calibration
Voltage T"fz";/'.'“ As Found As Left
400 392408 388 400
1,000 980-1,020 981 1,003
1,500 1,470-1,530 1,468 1,500
1,900 1,862-1,932 1,855 1,898
Threshold/Gain Calibration (Desired Ratio _10 _ mV/100)
Input As Found Value As Found Ratio (mV/100) As Left Value As Left Ratio (mV/100)
10 91 10.9 91 10.9
20 183 10.9 183 10.9
30 289 104 289 104
40 391 10.2 391 10.2
Logmeter Scale Linearity Check
Input £20% Tolerance As Found As Left
LOG 400 320-480 400 400
LOG 4,000 3,200-4,800 4,000 4,000
LOG 40,000 32,000-48,000 45,000 45,000
LOG 400,000 320,000-480,000 450,000 450,000
COMMENTS
Calibrated in accordance with the CP-IN-WI-237 rev 1
Instrument
Calibrated By: A Kot Reviewed By: (z:»«& W pate: 55-5- 0 }f
Calibration Date: 08/05/04 Calibration Due: 08/05/05
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& Duratek 337
DETECTOR
CERTIFICATE
Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763
Phone: (865) 376-8337
Fax: (865) 376-8331
This Certificate will be accompanied by Calibration Charts or Readings where applicable
CUSTOMER INFORMATION N DETECTOR INFORMATION
Customer Name: Duratek Instrument Services Manufacturer: Ludlum
Address: 628 Gallaher Rd Kingston, TN 37763 Detector Model: 43-5
Contact Name: Thomas Scott Serial Number: 127385 &~
Customer Purchase Order Work Order Evaluation Method:
Number: N/A Number: 2004-01610 Source
DETECTOR EFFICIENCY/RESPONSE/PRECISION INFORMATION
1) Source Nuclide: Th®® | Serial Number: 119739 | Activity (dpm) : 18,600 Certification Date: 10/20/97
Parameter As Found As Left Linearity Test CPM (Source #1)
Count 1 2,270 2,270 Count 1 (Heel) 2,355
Count 2 2,171 2,171 Count 2 (Center) 2,173
Count 3 2,230 2,230 . Count 3 (Toe) 2,329
Average 2,224 2,224 Average 2,286
Background (cpm) 4.6 4.6 Pass/Fail PASS
Net Counts 2,219 2,219 Tolerance £10%
Efficiency % 11.9% 11.9% Min: 2,057 Max: 2,515
SCALER INFORMATION DETECTOR INFORMATION
Model Serial Number Due Date Background (cpm) Operating Threshold
= S —— e Voltage -_
2221 197766 12/07/05 4.6 550V 100 = 10mV
Detector Setup Report YES NO v Barcode Report  YES NO v Voltage Plateau YES v NO
COMMENTS
5 minute background
STATEMENT OF CERT]FICATION
We Certify that the detector listed above was evaluated for proper operation prior to shipment and that it met all the Manufacturers published operating specifications. We
further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not responsible for damage incurred during
shipment or use of this detector).
Detector
i e
Certified By: \A . i Reviewed By: %/h/la m / Date: 3- 2705
Certification Date: 04/30/04 # Certification Due: 04/30/05 »~




@Duratek"

Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763

Phone: (865) 376-8337

Fax: (865) 376-8331

This Certificate will be accompanied by Calibration Charts or Readings where applicable

V4

23005

CALIBRATION
CERTIFICATE

Customer Information Instrument Information
Customer Name: Duratek Instrument Services Manufacturer:  Ludlum
Address: 628 Gallaher Road, Kingston, TN 37763 Model: 2929 Serial Number: 160019'/,
Contact Name: Thomas F. Scott Probe: 43-10-1 | Serial Number: 167229 /
Customer Purchase Work Order Calibration Method:
Order Number: N/A Number: N/A Electronic And Source

Instrument Calibration Information

M&TE ID Number Calibration Due Date Environmental Conditions
Thermometer 2525 10/22/04 Temperature (°C) 21.8
Barometer 2525 10/22/04 Pressure (mmHg) 748
Hygrometer 7480 02/10/05 Humidity (%) 48
Pulse Generator 762 04/13/05
Calibrated in accordance with OEM.
DVM TW12662 03/08/05
Isotope Source ID Number Original Activity (dpm) Source Cert. Date Decayed Activity (dpm)
Th** 119701 19,080 10/14/97 19,080
Pu” 019442 13,613 06/01/92 13,608
T” 109407 24,288 10/01/94 24,287
Srry” 090213 45,200 08/04/98 39,063
Frequency Calibration
Desired (cpm) Tolerances (cpm) Alphazc;:)sml;‘ound Alpl;:pﬁ)l.eft Beta (‘:;nl:;’ und Bet:c;:;;&ft
40 40 40 40 40 40
400 (392-408) 400 400 400 400
4,000 (3,920-4,080) 4,000 4,000 4,000 4,000
40,000 (39.2K-40.8K) 40,004 40,004 40,004 40,004
400,000 (392K-408K) 400,040 400,040 400,041 . 400,041
Background Determination Alpha As Found Alpha As Left Beta As Found Beta As Left
Counts, C, 20 6 1,374 1,189
Time, Ty (min) 20 20 20 20
Rate, R, (cpm) 1 0.3 68.7 59.5
Statement of Certification

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating

specifications. We further cextify that our Calibration Measurements

responsible for damage incurred during shipment or use of this instrument).

are traceable to the National Institute of Standards and Technology. (We are not

Instrument

-

Reviewed By:v&/ZLW / /

Date:

E-y-of

Calibrated By:
Calibration Date: (B/I)4164 7

Calibration Due: 08/04/05+”




CROSS TALK SHEET & EFFICIENCY SHEET

Instrument ID: 160019

specifications. We further certify that
responsible for damage incurred during shipment or use of this instrument).

As Found Alpha Threshold (mv) As Left Alpha Threshold (mv)
200 175
Alpha Source: Performed using Pu™’ 019442
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, 26,040 25,562 1,510 259
Time, T, (min) 5 5 5 5
Rate, R, (cpm) Ry =5207 Ryq=5112.4 R,p =302 R,y =518
EFF (% dd) (>25%) 38.3% 37.6% N/A N/A
*Crosstalk [a to ] Rop-Rupy _ S18-595 =
(<10%) Rye)-Rojal 5,112.4-03
As Found Beta Low Threshold As Left Beta Low Threshold As Found Beta High Threshold As Left Beta High Threshold
6.0 mv 4.0 mv 65 my 50 my
Beta Source: Performed using Tc” 109407
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, 2 2 29,607 25,562
Time, T; (min) 5 5 5 5
Rate, R, (cpm) Ry =04 Ryjq=0.4 R, = 5852.7 Ryp=5,112.6
EFF (Y c/d) (>10%) N/A N/A 24.1% 20.8%
Rujo)- R 0.4-03
%Crosstalk [B to a] _— -
(<1%) Rijs— Rugp 5,882.6—59.5 = 0.002%
High Voltage Power
Desired Voltage Tolerance DVM As Found DVM As Left 2929 Meter As Found | 2929 Meter As Left
600 540 - 660 603 603 600 600
800 720 - 880 807 807 800 800
1,000 900 - 1,100 1,014 1,014 1,000 1,000
1,200 1,080 - 1,320 1,214 1,214 1,200 1,200
1,300 1,170 - 1,430 1,318 1,318 1,300 1,300
High Voltage As Found Vern Dial Reading As Left Vern Dial Reading
883V 3.42 800V 3.20
Statement of Certification
We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating

our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not

Instrument

Calibrated By:

Reviewed By: (@‘of ﬁ ;ACJ/ pate: -9 Y

Calibration Date: 08/

Calibration Due: 08/04/05




EFFICIENCY SHEET

Instrument ID: 160019

As Found Alpha Threshold (mv) As Left Alpha Threshold (mv)
175 175
Alpha Source: Th™® #119738
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, N/A 29,721 N/A 4,300
Time, T, (min) 5 5 5 5
Rate, R, (cpm) Ryq=NA R;q;=6,759 Ry =NA Ry =8005
EFF (% dd) (>25%) N/A 31.2% N/A N/A
%Cl‘o(s:t:l]ll“/o[; of iy - = N/A
Rijo)-Ro 1o N/A
As Found Beta Low Threshold As Left Beta Low Threshold As Found Beta High Threshold As Left Beta High Threshold
4.0mv 4.0mv SOmv 50myv
Beta Source: Sr/Y”* 090213
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, N/A 112 N/A 84,221
Time, T, (min) 5 5 5 5
Rate, R, (cpm) Ryq=NA Ryq =221 Ryp = NA Ry =16784.7
EFF (% dd) (>10%) NA N/A N/A 43.0%
%Crosstalk [B to a] Riel-Ro  NA
(<1%) = = N/A
Ripi— Ry N/A
Statement of Certification

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating
specifications. We further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not
responsible for damage incurred during shipment or use of this instrument).

Instrument <

Calibrated By: Reviewed By: \C\ 7,

@/ Date: L -/~0f

Calibration Date: WM

Calibration Due: 08/04/05
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@Duratekw

Duratek Instrument Services
628 Gallaher Road
Kingston, TN 37763

Phone: (865) 376-8337

Fax: (865) 376-8331

This Certificate will be accompanied by Calibration Charts or Readings where applicable

Z
et

CALIBRATION
CERTIFICATE

Customer Information Instrument Information
Customer Name: Duratek Instrument Services Manufacturer:  Ludium
Address: 628 Gallaber Road, Kingston, TN 37763 Model: 2929 Serial Number: 102001 s P
Contact Name: Thomas F. Scott Probe: 43-10-1 | Serial Number: 103276 v
Customer Purchase Work Order Calibration Method:
Order Number: NA Number: 2004-02092 Electronic And Source
Instrument Calibration Information
M&TE ID Number Calibration Due Date Environmental Conditions
Thermometer 2525 10/22/04 Temperature (°C) 21.1
Barometer 2525 10/22/04 Pressure (mmHg) 746
Hygrometer 7480 02/10/05 Humidity (%) 76%
Pulse Generator 120935 04/13/05
p— 365015 PPy Calibrated in accordance with CP-IN-WI-235.
Isotope Source ID Number Original Activity (dpm) Source Cert. Date Decayed Activity (dpm)
Th™ 119739 18,600 10/20/97 18,600
T 119718 20,520 10/14/97 20,520
Pu™® 019442 13,613 06/01/92 13,613
Frequency Calibration
Desired (cpm) Tolerances (cpm) Alph: cApsml;‘ouml Alpl;: ;:)Leﬂ Beta(ﬁ;nl;‘)ound Betzc:; :xft
4 4 4 4 4 4
40 (3941) 40 40 40 40
400 (392-408) 398 398 398 398
4,000 (3,920-4,080) 3,984 3,984 3,982 3,982
40,000 (39.2K40.8K) 39,836 39,836 39,824 39,824
400,000 (392K-408K) 398,318 398,318 398,345 398,345
Background Determination Alpha As Found Alpha As Left Beta As Found
Counts, C, 6 4 1,193 1,088
Time, Ty (min) 20 20 20 20
Rate, R, {(cpm) 30 .20 59.65 54.4
Statement of Certification

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating
specifications. We further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not
responsible for damage incurred during shipment or use of this instrument).

Instrument

Calibrated By:

vt

Reviewed By: % w; ,A&ﬂ

Date:

q-13-0f

Calibration Date: 09/13/04 7

Calibration Due:  09/13/05 o+~




CROSS TALK SHEET

Instrument ID: 102001

As Found Alpha Threshold (mv) As Left Alpha Threshold (mv)
180 180
Alpha Source:  Cross Talk — Performed using Pu™ 019442
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, 26,546 26,546 982 982
Time, T, (min) 5 5 5 5
Rate, R, (cpm) R, =5,309.2 R,q; =5,309.2 R, =196.4 Ry =196.4
EFF (% cd/d) (>25%) 28.5% 28.5% N/A N/A
omm(:n;o“:/f; o f Bl = ped-se = 2.68%
Rijaj-Ruyq 5309.2-0.2
As Found Beta Low Threshold As Left Beta Low Threshold As Found Beta High Threshold As Left Beta High Threshold
4mv 4mv 50mv 50mv
Beta Source: Cross Talk-Performed using Tc” 119718
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, 5 5 26,119 26,119
Time, T, (min) 5 5 5 5
Rate, R, (cpm) "Ryg=1 Ryq=1 R,p =5,223.8 Ryp =52238
EFF (% c/d) (>25%) N/A N/A 25.2% 25.2%
%Cros(s:a;l.l/: ;ﬁ toq) L. T
Ryp-Rupp 5233.8-544
High Voltage Power
Desired Voltage Tolerance DVM As Found DVM As Left 2929 Meter As Found | 2929 Meter As Left
600 | 540 - 660 600 600 600 600
800 720-880 800 800 800 800
1,000 900 - 1,100 1,000 1,000 1,000 1,000
1,200 1,080 - 1,320 1,200 1,200 1,200 1,200
1,300 1,170 - 1,430 1,300 1,300 1,300 1,300
High Voltage As Found Vern Dial Reading As Left Vern Dial Reading
750V 3.26 750V 3.26
Statement of Certification

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating
specifications. We further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not
responsible for damage incurred during shipment or use of this instrument).

Instrument
Calibrated By: ,4’

Reviewed By: (Zm - M Date:  F-/30F

Calibration Date: 09/13/04”

Calibration Due:  09/13/05




EFFICIENCY SHEET

Instrument ID: 102001

As Found Alpha Threshold (mv) As Left Alpha Threshold (mv)
180 180
Alpha Source:  Efficiency determined using Th™® #119739
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, 31,208 31,208 N/A N/A
Time, T, (min) 5 5 N/A N/A
Rate, R, (cpm) Ryq = 6,241.6 R,(q=6,241.6 Ryp=NA Ry =NA
EFF (% od) (>25%) 33.6% 33.6% N/A N/A
.,OC",(,:?;,: /(; 0] Ry-Roy _ NA ) A
Ryq-Riq N/A
As Found Beta Low Threshold As Left Beta Low Threshold As Found Beta High Threshold As Left Beta High Threshold
4.3mv 4.3mv 50my 50mv
Beta Source:  Efficiency determined using Tc® #119715
Paramter and Tolerance Alpha As Found Alpha As Left Beta As Found Beta As Left
Source Count, C, NA N/A 26,119 26,119
Time, T; (min) N/A N/A 5 5
Rate, R, (cpm) R, =NA Ryq=NA R, =5,223.8 Ryp = 5,223.8
EFF (% o/d) (>25%) NA N/A 25.2% 25.2%
%Crosstalk [ to ] Riig= Ry NA
< 1%) = = N/A
Rapi-Ruppy N/A
Statement of Certification

We Certify that the instrument listed above was calibrated and inspected prior to shipment and that it met all the Manufacturers published operating
specifications. We further certify that our Calibration Measurements are traceable to the National Institute of Standards and Technology. (We are not
responsible for damage incurred during shipment or use of this instrument).

Instrument

Calibrated By:

G-

Reviewed By: %&b

- oot

Date:

@-r3-0Y

Calibration Date: 09/ 13/04'

Calibration Due:  09/13/05




N. S. SAVANNAH

Page of

INSTRUMENT SOURCE CHECK LOG

Instrument £,p,um /Aornsic (A /x«snc Serial No. 75 g69

Calibration Due Date 3-t0-0 Efficiency B__ /0 %, a
Average a source count cpm Range to
Average B source count g0 cpm Range 090 to 2¢0 t)ﬁ';

Date bkg. Count Source Count (cpm) Results Initial & Comment

(cpm) a B pass | fail

3-3/~65 30 — 250 v /// //
Yvros | 30 | - 760 | ¥ 7y”
Yotos| 70 — 290 | ¥ K
V5o 20 — z230 |V Vi
Y08 | 30 - g0 | ¥ V74
Y-7-065| 30 — 960 | ¥V Y
Y-q 25 30 — 260 P ///
TTIS 30 — Y0 e T
L-IR6s | FO — g6 | Vv /?M’
4.j3-05| 30O — 700 | v

d.j4-05 3O . oo L //)/%
450530 - |soo |~ T
H-]8-05| 3O — Soo | v M
S-14-07 | Y0 — | 750 | /f/
4-0-05 | 30 - S0o | —

e e T T T b
4.22-65| 20 — | oo | v A




N. S. SAVANNAH

Page of

INSTRUMENT SOURCE CHECK LOG

Instrument L, p,um /io,osl JA. FR/SEZ  Serial No.

2/037

Calibration Due Date 3-/0-06 Efficiency B /0% «a
Average a source count ___ ——— cpm Range to
Average B source count 60 cpm Range _ </ to__ 79¢6 220}
Date bkg. Count Source Count (cpm) Results Initial & Comment
(cpm) a B pass | fail
3307 | 20 - 260 | Sy
2/t | 4 - g60 | v G467
Y4-05 70 — §60 v 4
(s 05 Y | 220 |V Y774
Y-l-os| 30 — gso |V w7
J705| 20 -~ | g0 |V 7y
/505 20 _ ey v /i
in-li- 0% 30 - g v //53 S
J-12-651 40 P60 | i
4-13-05 3o - 8§60 | v ARA
4-14-03 3 — Soo - /JL)&Z
4-15 05 30 - ss0 | | A
4-ig05| 20 - Goo | v Y/ /4
4146 30 _ Joo | - Vi a
Y-20-05| 3E — Yoo | v/ Ly
H-2)-05] 30O — Soo | 7 ,9 M
4.22-05| 30 — | goo | | N




N.S. SAVANNAH

Page of

INSTRUMENT SOURCE CHECK LOG

Instrument 22 2 {( Lopey e /"30///5"/& Serial No. /7 74 7 s
Calibration Due Date  —
Average source count uR/hr Range to
Date bkg. Count | Source Count Results Initial & Comment
(uR/hr) (uR/hr) pass | fail

A
Y/

777

2
7 7

V1’

7

Q
\\ N

[4




N.S. SAVANNAH Page of
INSTRUMENT SOURCE CHECK LOG
Instrument Ay pLom mpn”)f3 [orsxng  SerialNo. __9724/¢
Calibration Due Date 3-/0-06 Efficiency B /D)0 —
Average a source count /\/’/,6! cpm Range to
Average B source count S oo cpm Range 4 o0 to LD 220%
Date bkg. Count Source Count (cpm) Results Initial & Comment
(cpm) a B pass | fail
3-3/-65 30 - So0 d )/ %
g-1-05 4, - ss0 |~ N4
Y-49s 30 - sev | 7 Y4
Y-S0 36 - Ssp v /5
(Y-6-05| 3 — 550 v P4
-0 | 39 — | sew | ” i 7
Y-90S| 3 ~ S0 v W i
4-i0s | 30 - soo |V 3Js
-0 | 34 — s00 |V Vi
y-13-05| 30 - | 850 | v HA
4-11-05] 30 — [ 350 || YL
4-J5-05 30 - 550 | L
905 30O — | sec | A
Y1905 | 30 - S0 — /M
4 -20.-C51 30 — 500 - 5 /%
N-21-05| 30 — | Svo | v |74
§-22-05| 30 — | oo | 7 A
d 3508 | 3) — SO0 'z RZYY




N. S. SAVANNAH

Page of

INSTRUMENT SOURCE CHECK LOG

Instrument Lypcum Moose 2221 M [5m¢  Serial No.

157266 [ 127395 pross

Calibration Due Date __/2-~)-s5" /¢/-30 -s5~ FEfficiency'p  —— & _ //.9%,
Average a source count 1200 cpm Rage _ 2/¢0 to_ 324
Average B source count ___4/ /4 cpm Range to
Date | bkg. Count | Source Count (cpm) Results Initial & Comment
(cpm) a B pass | fail
Y-l-05 o A72060 — | v //
AR — | Vit




N.S. SAVANNAH Page of
INSTRUMENT SOURCE CHECK LOG

Instrument {ypeom /9 '#/7/7 Dl Serial No. Y2772
Calibration Due Date __ 3-/g-0¢

Average source count 25 & /7@ uR/hr Range % to Yee 7

Date bkg. Count | Source Count Results Initial & Comment
(uR/hr) (uR/hr) pass | fail

3-3)-04 3 7 v Ky’

Sr0f | 3 2.5 |~ V4

Y-dos | 2 g v %)

4-s6¢ 7 17 1/

yiel | 2 28 | v |y

45| 2 7.8 | | S

ig-05| 3 & | V| e

H-l-o5 2 JO | v oL

41308 2 ¥ v | W

4-13-05 3 g | AL

H-jy-05 3 1 v SR

H-13-08 2 g v jEN 24

41808 3 =1 7 S L

41905 R 75 |~ Ty

H0-05] 2 7 - G
Y T I A e
4-22-05| 2.5 g v P HA




N.S. SAVANNAH Page of
INSTRUMENT SOURCE CHECK LOG
Instrument / , piorn /9 r/o//P METER Serial No. 95 4 /9
Calibration Due Date 3~/g-0C
Average source count 7 uR/hr Range S5, 6 to g4
Date bkg. Count | Source Count | Results Initial & Comment
(uR/hr) (uR/hr) pass | fail
3305 | A5 7 - 1y
40| 3 2 |~ @7
Y-v-05 | XN 7 v /4
g-s05 | ) ) | v /d
4468 2 7 v Ly
42067 2 b | A1 Wy
g5 | L 7 v 1%
005 3 | Hwes v ML
) AN A r é/
41305 2.5 A sl B )77 S
q-14-05] 2 & v W
Y-15-05 2 & v L,
T N I/ P
g5 | 6 v | TF
4-20-05 R A v A
4-21-05] 3 ¢ |- | [
H-22-05| 2.5 A v 174
o-p5657| 3 / v o'’




N.S. SAVANNAH

Page of

INSTRUMENT SOURCE CHECK LOG

Instrument Lyosom [ 9 )0 rezme

Serial No.

25 479

Calibration Due Date

3-1g-0¢&

Average source count g uR/hr Range ¢.4 to 7.¢ 120,

Date bkg. Count | Source Count Results Initial & Comment
(uR/hr) (uR/hr) pass | fail

23105 | 3 4 v iy’
g5 | 2.8 g v 4
-0 | 4 v Fof
q-5o5 | 3 g )7
49-4-65| A 2.5 | v /1
H-7.05| 2 g v ywa
1-8-05| 3 g I
H-j)-05| 3 5 v g ,(;%
Yirts| 2.8 7.5 | v Vi
Yj3-05| 3 g v [y
H-i4-05| 3 ot v 5(;7 /7%
$-15-05 | 3 S . 5)/%4/\
4-18-05| 3 g v Y4
d-15-05| Do g 74
H-20-05| 3 75 v b W
4-2j-05| 2 = v A
4-22-05| 3 g v S 1A




N.S. SAVANNAH

DAILY DOSIMETRY READER
CALIBRATION CHECK
RADOS DBR-1
Dosimeter reader
Limits: G=+26, R=%26, H= 101, M=%26, L =426, I =+5001
Date 4/-2-05| 4-4-05 | 4-5-pS5 Y-¢-05 H-9-05 Y-5-05
Code | Value | Code | Value | Code | Value | Code | Value | Code | Value | Code | Value

G / G / G A G A G R G A

R Jd R 7 R 3 R A R A R 17

H Y] H | 92| H4s | H] /)| H 3 H Yg

M J M /9 M /7 M b M ¢ M 3

L Y L g9 L 16 L Y L 3 L J

| //0 I // I /10 I )10 I 170 I /10
Pass /1) i%’ R4 707 74,7 2
Date 4-/1-05] 4-/A-08 4-13-05"| Y-/ -08 Y-/15-05" 4-/8-05s
Code | Value | Code | Value | Code | Value | Code | Value | Code | Value | Code | Value

G / G | 2 G 2 G | A G <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>